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SECTION A-A

* Dimension as required by Pipe Clamp.
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SECTION AT PARAPET

TUBE

ALUMINUM

TOP PLAN

Fill slot with weld
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Cast concrete to dimensions shown

Edge of parapet

1’-7"

�"} x8" Alum. Bar

ASTM: B211 Alloy 6061-T6

6"O.D. Aluminum Tube Alloy 6061-T6

6"} Pipe Clamp

�" Fabric Pad

device and galvanizing included with Floor Drains. 

according to AASHTO M232. Cost of clamping

prior to painting. Galvanize clamping device

Society of Protective Coating’s Spec. SSPC-SP1

of the drains shall be cleaned according to

standard specifications. The exterior surface

coat as specified in Article 1008.04 of the

drains shall be painted with the finish

The exterior surface of the floor

Note:

6"} Pipe Clamp w/fabric pad

between clamp & aluminum tube

m
in
.

6
"

~ Girder Web

~ �"} Steel Stud Bolts threaded 6" each end w/2 washers

6"} Aluminum Drain

1"

6"} Aluminum Tube

UnitItem Total

BILL OF MATERIAL

Each 2

6
"

6
"

1’-0"

included in Floor Drain (Speccial).

and locknut. �"} holes in web (to be drilled in field).  Cost 

Floor Drain (Special)
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