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42 102-1RS-3,102-TS WASHINGTON

CONTRACT NO. 76F47

6 6

16 6 6 6

166 6

LEGEND

EXISTING HMA WIDENING 10"

EXISTING COMBINATION CURB & GUTTER TYPE B-6.24

EXISTING CONCRETE WIDENING, 9"

EXISTING CONCRETE WIDENING, 8"

EXISTING HMA RESURFACING 3"

EXISTING HMA SHOULDER 8"

EXISTING AGGREGATE SHOULDER 

14

EXISTING CONCRETE SIDEWALK

PROPOSED STRIP REFLECTIVE CRACK CONTROL TREATMENT

EXISTING COMBINATION CURB & GUTTER TYPE B-6.24

EXISTING CONCRETE WIDENING, 9"

EXISTING CONCRETE WIDENING, 8"

EXISTING HMA RESURFACING 3"

EXISTING HMA SHOULDER 8"

EXISTING AGGREGATE SHOULDER 

1

2

3

4

8

9

12

EXISTING CONCRETE SIDEWALK

PROPOSED BITUMINOUS MATERIALS (PRIME COAT)

PROPOSED AGGREGATE (PRIME COAT)

PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

EXISTING PCC PAVEMENT 9-6-9

5

6

7

10

11

13

10

12’

24’

12’3’ 3’3’ 3’

24’

3’3’

STA. 1447+83.20 TO STA. 1467+74.00

3’ 3’9’ 9’3’ 3’

STA. 1483+43.00 TO STA. 1492+08.31

12’ 12’

STA. 1509+93.08 TO STA. 1523+40.00

1.5% 1.5%
4.0% 4.0%

4.0%
1.5% 1.5%

4.0%

9’3’

12’

SB LANE

9’ 3’

12’

NB LANE

1.5% 1.5%

4’ 2’

4.0%

VAR. 0’-24’

4’2’

4.0%

�"

�"

9’3’

12’

VAR. 0’-7’

VAR. 0’-6’

SB LANE

9’ 3’

12’

VAR. 0’-7’

VAR. 0’-6’

NB LANETURN LANE

VAR. 19’ TO 12’ VAR. 19’ TO 12’

STA. 1467+74.00 TO STA. 1483+43.00

1.5% 1.5%

4’2’

4.0%

VAR. 0’-12’

4.0%

4’ 2’

�"

STA. 1493+08.31 TO STA. 1509+93.08

*

1408+51.90 AH
1400+66.93 BK =
STA. EQUATION

1408+51.90 TO STA. 1447+83.20
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25 25 1628 2525 25
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28

28

EXISTING PCC PAVEMENT 9-6�-9

EXISTING PCC PAVEMENT 9"

EXISTING LONGITUDINAL METAL JOINT

EXISTING HMA BASE COURSE WIDENING 12"

EXISTING HMA RESURFACING 4"

EXISTING HMA WIDENING 10"

PROPOSED HMA SURFACE REMOVAL 3"

PROPOSED HMA SURFACE REMOVAL �"

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

EXISTING HMA WIDENING 13 �"

EXISTING HMA RESURFACING 3 �"

EXISTING HMA RESURFACING 2 �"

PROPOSED HMA SHOULDERS, 2 �"

EXISTING �" ROUND SMOOTH BAR

EXISTING HMA SHOULDER 9 �" PROPOSED HMA SURFACE REMOVAL 3 �"

30

PROPOSED LEVELING BINDER (MACHINE METHOD), 1 �"

PROPOSED POLYMERIZED HMA SURFACE COURSE, MIX D, N90 1 �"

PROPOSED POLYMERIZED HMA SURFACE COURSE, MIX D, N90 2 �"
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46


