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TYPICAL BRIDGE APPROACH SECTION

12’12’

STA 355+54.23 TO STA 355+84.23

STA 353+53.43 TO STA 353+83.43

STA 355+84.23 TO STA 357+54.23

STA 351+83.43 TO STA 353+53.43

STA 355+84.23 TO STA 357+54.23

STA 351+83.43 TO STA 353+53.43

1":20’ (MAX)

PCC SURFACE REMOVAL - BUTT JOINT EXISTING PCC BRIDGE APPROACH SLAB

BRIDGE

EXISTING

EXISTING HMA PAVEMENT

SAW CUT

HMA SURFACE COURSE, 1�" MIN.

BUTT JOINT AT BRIDGE APPROACH

HMA SURFACE REMOVAL VARIES

HMA SURFACE REMOVAL VARIES

CONCERNING THE USE OF THIS DETAIL.

THE ENGINEER SHALL BE THE SOLE JUDGE

A PERPENDICULAR EDGE AS SHOWN IN THE DETAIL.

THEN A SAW CUT SHALL BE USED TO MANUFACTURE

WHEN MILLING OPERATIONS PRODUCE A ROUNDED EDGE,

NOTE:

BUTT JOINT DETAIL

SURFACE REMOVAL
HMA / PCC

 

MILLING OPERATIONS)

(REMOVAL INCIDENTAL TO

REMOVE BY UNIFORM CUT

SAW CUT (INCIDENTAL)

MILLING OPERATIONS

ROUNDED EDGE FROM

SURFACE

EXISTING
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1":20’ (MAX)

BUTT JOINT AT EXISTING HMA

HMA SURFACE REMOVAL, VARIABLE DEPTH

EXISTING HMA PAVEMENT

SAW CUT

HMA SURFACE COURSE, 1�" MIN.
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PAY LIMITS

30’-0"

1
�

"

L = 30’| PAY LIMITS

1’

CURB/RAIL, TYP.

STAY 1’ AWAY FROM

PROPOSED TYPICAL ROADWAY SECTION

EXISTING TYPICAL ROADWAY SECTION
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HMA/PCC SURFACE REMOVAL (SEE SCHEDULE FOR THICKNESS AND LOCATIONS)

BITUMINOUS MATERIALS (PRIME COAT) AND AGGREGATE (PRIME COAT)

HOT-MIX ASPHALT SHOULDERS

HOT-MIX ASPHALT SURFACE COURSE, MIX D, N70 (1�" MIN.)

EXISTING SUBBASE GRANULAR MATERIAL TYPE B, 4"

EXISTING PCC BRIDGE APPROACH PAVEMENT

EXISTING GUARDRAIL

EXISTING BITUMINOUS CONCRETE CURB

EXISTING PIPE UNDERDRAIN, 4"

EXISTING 12" MODIFIED LIME SOIL

EXISTING BITUMINOUS SHOULDER 8"

EXISTING BITUMINOUS PAVEMENT (Full Depth) 13�"
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