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EXISTING R.O.W. LINE

RESURFACE TO BACK

OF RADIUS

(CURB & GUTTER SECTION)
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PLAN

GENERAL NOTES
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EXISTING PAVEMENT

EXISTING R.O.W. LINE

STRIPE

SEE G
ENERAL

NOTE #2

EDGE OF PROPOSED

RESURFACING

EXISTING R.O.W. LINE

SEE GENERAL

NOTE #2

GENERAL NOTES

PLAN
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MATCH EXISTING WIDTH
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(RURAL SECTION)

DETAIL OF SIDEROAD RETURNS WITH

NO OFFTRACKING AND NO CURB & GUTTER

DETAIL OF SIDEROAD RETURNS IN VILLA GROVE

MILL 1  1/4 " BELOW TOP

OF GUTTER FLAG

1 1/2 "

1 1/2 "

* (12,Y-15D)10RS-2

PROFILE

STRIPE

EXISTING PAVEMENT
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L = VARIES

2  1/4 "

1  1/2 "

HOT-MIX ASPHALT SURFACE

REMOVAL - BUTT JOINT

PROPOSED HOT-MIX

ASPHALT RESURFACING

EDGE OF HOT-MIX

ASPHALT RESURFACING

|  3/4 "

EXISTING HOT-MIX ASPHALT

SURFACING OR OIL & CHIP

HOT-MIX ASPHALT

SURFACE REMOVAL, 1 1/2 "
INCIDENTAL HOT-MIX ASPHALT

SURFACING (168 LBS./SQ. YD.)

1. THE EXISTING SURFACE SHALL BE PREPARED IN

   ACCORDANCE WITH SECTION 408 OF THE STANDARD

   SPECIFICATIONS.

 

2. THE INCIDENTAL HOT-MIX ASPHALT SURFACING IS

   INTENDED TO RESURFACE THE EXISTING SIDEROADS

   IN THEIR ENTIRETY. THE EXISTING SIDEROADS SHOULD

   BE RESURFACED TO MAINTAIN THEIR CURRENT RADII

   AND SHALL BE RESURFACED TO THE BACK OF RADII.

HOT-MIX ASPHALT

SURFACE REMOVAL, 1 1/2 "

PROPOSED HOT-MIX

ASPHALT RESURFACING

HOT-MIX ASPHALT

SURFACE REMOVAL, 1 1/2 "

EDGE OF HOT-MIX

ASPHALT RESURFACING

HOT-MIX ASPHALT

SURFACE REMOVAL, 1 1/2 "

INCIDENTAL HOT-MIX ASPHALT

SURFACING (168 LBS./SQ. YD.)

EXISTING HOT-MIX 

ASPHALT OR OIL & CHIP

1. THE EXISTING SURFACE SHALL BE PREPARED IN

   ACCORDANCE WITH SECTION 408 OF THE STANDARD

   SPECIFICATIONS.

 

2. THE INCIDENTAL HOT-MIX ASPHALT SURFACING

   IS INTENDED TO RESURFACE THE EXISTING

   SIDEROADS IN THEIR ENTIRETY. THE

   EXISTING SIDEROADS SHOULD BE RESURFACED

   TO MAINTAIN THEIR CURRENT RADII AND SHALL

   BE RESURFACED TO THE BACK OF RADII.

29

EXISTING COMBINATION

CONCRETE CURB & GUTTER,

TYPE B-6.24


