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ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:
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CHECKED BY

VERT.

HORIZ.

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

 321  18(N-1,TS)  55   8 
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TYPICAL SECTIONS

 

FAP 321 (US 54/IL 106/WASINGTON ST)

SECTION (18(N-1,TS)

PIKE COUNTY

-1.50 %-1.50 %
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10+21 to 12+22
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Varies

PCC BASE COURSE DETAIL

 

PR. COMB. CONCRETE 

CURB & GUTTER, B-6.12 

PR. PCC BASE

COURSE, 9"

EX. PCC PAVEMENT

Varies

@ 15" CENTERS, BASE CSE.

@ 24" CENTERS, CCC&G
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NO. 6 TIE BARS:

NOTES:

 

1) ALL OF THE PCC BASE COURSE WILL BE PAID FOR 

AS PCC BASE COURSE, 9’ REGARDLESS OF THE WIDTH.

2) MILLING OF THE CONCRETE PAVEMENT ON

FRANKLIN ST. AND CLINTON ST. SHALL BE

PAID FOR AS HMA SURFACE REMOVAL VARIABLE

DEPTH.PR. HMA SURFACE

PR. BINDER

13

EX PCC PAVEMENT (9-7-9)

EX PCC PAVEMENT

EX 1/2" TIE BAR AND LONGITUDINAL METAL JOINT

EX PCC BASE COURSE WIDENING, 9"

EX HOT-MIX ASPHALT, 3" & VAR

EX COMB CONC CURB & GUTTER B-6.12

PR COMB CONC CURB & GUTTER B-6.12

PR HOT-MIX ASPHALT SURFACE REMOVAL 2"

PR HOT-MIX ASPHALT SURFACE REMOVAL, VAR. DEPTH

PR HOT-MIX ASPHALT BINDER

PR HOT-MIX ASPHALT SURFACE COURSE 2"

PR HOT-MIX ASPHALT SURFACE COURSE, VAR. 1 1/2"

PR SUB-BASE GRANULAR MATERIAL, TYPE B13

4"

B
L

PR SUB-BASE GRANULAR MATERIAL, TYPE B

4"

- EX CURB & GUTTER REMOVAL


