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    PIKE   

SCHEDULE OF QUANTITIES

 

FAP 321 (US 54/IL 106)

SECTION 18(N-1,TS)

PIKE COUNTY

COMBINATION CONCRETE CURB & GUTTER, B-6.12

LENGTH

LOCATION TYPE (FOOT)

STA 37+49.00 TO STA 37+88.00 SE QUAD Franklin B-6.12 61.1

STA 37+50.00 TO STA 37+84.50 NE QUAD Franklin B-6.12 52.9

STA 38+10.00 TO STA 38+44.00 SW QUAD Franklin B-6.12 89.7

STA 38+15.00 TO STA 38+55.50 NW QUAD Franklin B-6.12 61.2

STA 43+33.00 TO STA 43+63.00 SE QUAD Clinton B-6.12 73.1

STA 43+36.00 TO STA 43+67.00 NE QUAD Clinton B-6.12 49.5

STA 43+89.00 TO STA 44+20.00 SW QUAD Clinton B-6.12 49.1

STA 43+90.00 TO STA 44+19.00 NW QUAD Clinton B-6.12 49.2

Franklin St.

STA 10+55.50 TO STA 11+53.50 RT B-6.12 151.8

STA 10+55.50 TO STA 10+62.00 RT B-6.12 13.0

STA 10+83.50 TO STA 10+88.50 RT B-6.12 16.4

TOTAL 667.0

GUTTER OUTLET

LOCATION EACH

Clinton

STA 9+27.00RT 1

STA 9+51.00LT 1

STA 10+49.00RT 1

STA 10+49.00LT 1

TOTAL 4

COMBINATION CURB & GUTTER REMOVAL

LENGTH

LOCATION
(FOOT)

STA 37+49.00 TO STA 37+88.00 SE QUAD Franklin 72.0

STA 37+50.00 TO STA 37+80.00 NE QUAD Franklin 79.6

STA 38+12.00 TO STA 38+44.00 SW QUAD Franklin 40.2

STA 38+17.00 TO STA 38+55.50 NW QUAD Franklin 77.6

STA 43+33.00 TO STA 43+60.00 SE QUAD Clinton 35.5

STA 43+36.00 TO STA 43+65.00 NE QUAD Clinton 38.7

STA 43+92.00 TO STA 44+20.00 SW QUAD Clinton 37.3

STA 43+91.00 TO STA 44+19.00 NW QUAD Clinton 39.1

Franklin St.

STA 10+83.00 TO STA 11+53.50 RT 68.8

TOTAL 488.8

MANHOLES TO BE ADJUSTED

LOCATION EACH

STA 32+69 1

STA 37+62 1

STA 37+99 1

STA 41+98 1

STA 45+76 1

STA 50+06 1

STA 50+12 1

Franklin st.

STA 9+69 1

STA 10+26 1

Clinton St.

STA 9+69 1

STA 10+26 1

TOTAL 11

VALVE VAULTS TO BE ADJUSTED

LOCATION EACH

STA 41+02 1

Clinton St.

STA 9+57 1

TOTAL 2

STORM SEWER STORM SEWER WATER MANHOLES, TYPE A, 4’ DIA. INLETS, TYPE A, FRAMES AND LIDS, TRENCH

CLASS A, TYPE 1, 10 INCH  MAIN REQUIREMENTS, 10 INCH TYPE 1 FRAME, CLOSED LID TYPE 11 FRAME & GRATE TYPE 5, CLOSED LID BACKFILL

LOCATION (FOOT) (FOOT) (EACH) (EACH) (EACH) (CU YDS)

38+25.81 @20.93 RT 1.0

38+27.06 @20.74 LT 1.0

43+96.89 @21.96 LT 1.0

43+98.14 @20.70 RT 1.0

Franklin St.

10+34.23 @ 22.03 RT 8.5 1.0 2

10+26.29 @ 18.90 RT 1.0

10+34.70 @ 26.25 LT 8.4 1.0 1.6

9+72.18 @ 24.94 LT 7.4 1.0 1.7

Clinton St.

10+33.01 @ 18.02 RT 7.2 1.0 1.3

10+25.90 @ 17.98 RT 1.0

10+32.60 @ 17.22 LT 6.8 1.0 1

9+76.37 @ 28.77 LT 10.0 1.0 2.3

32.6 15.7 2.0 6.0 4.0 9.9TOTALS

DRAINAGE SCHEDULE **
 

** ALL OFFSETS IN DRAINAGE SCHEDULE ARE FROM CENTERLINE OF ROADWAY 


