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NOTES

1.  EXISTING LANE CONFIGURATIONS ARE TO REMAIN IN

    OPERATION DURING THIS STAGE OF CONSTRUCTION.

 

2.  SEE TEMPORARY PAVEMENT DETAIL ON MAINTENANCE

    OF TRAFFIC DETAILS SHEET.

3.  LANE CLOSURES WILL BE PERMITTED ONLY DURING

    OFF-PEAK PERIODS AS DETERMINED BY THE ENGINEER, 

    SEE MOT TYPICAL SECTIONS.

FOR STORM SEWER AND WATER MAIN CONSTRUCTION

USE HIGHWAY STANDARDS NO. 701101 & 701106

FOR TEMPORARY PAVEMENT CONSTRUCTION

USE HIGHWAY STANDARDS NO. 701456, 701606, 701701

COMBINATION CONCRETE

CURB & GUTTER,

TYPE B-6.12 (SPECIAL)

STA. 4063+70 TO

STA. 4065+00

(SEE NOTE 4)

REMOVE EXISTING MEDIAN

COST TO BE INCLUDED WITH

"REMOVAL OF EXISTING

STRUCTURE" (SEE NOTE 5)

COMBINATION CONCRETE

CURB & GUTTER, TYPE B-6.12

(SPECIAL)

STA. 4045+95 TO STA. 4051+52

(SEE NOTE 4)

4.  AT THE LIMITS OF THE CURB AND GUTTER, HORIZONTAL

AND VERTICAL TRANSITIONS SHALL BE INSTALLED IN

ACCORDANCE WITH THE MAINTENANCE OF TRAFFIC

DETAILS AND AS DIRECTED BY THE ENGINEER.

5.  THE CONTRACTOR SHALL PROVIDE A SMOOTH. FLUSH DRIVING

    SURFACE FOLLOWING THE REMOVAL OF THE RAISED MEDIAN ON

    THE BRIDGE DECK.  THIS WORK SHALL BE INCLUDED IN THE

    CONTRACT UNIT PRICE FOR REMOVAL OF EXISTING STRUCTURES.

    SEE PARTIAL-DEPTH DECK SLAB REPAIR SPECIAL PROVISION FOR 

    ADDITIONAL INFORMATION.
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