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STUENKEL ROAD AT I-57 (HARLEM AVENUE TO RIDGELAND AVENUE)
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P:\602612(I-57_@_Stuenkel)\Road\C_2(Interchange)\C2_Stuenkel_CONST_DET01.dgn
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CONSTRUCTION DETAILS

EXISTING HMA PAVEMENT, 3"

EXISTING AGG SUBGRADE, 7"+
-

-
+

PROPOSED AGG SUBGRADE IMPROVEMENT, 12"

PROPOSED STABILIZED SUBBASE- HMA, 4.5"

MIX "D", N50 (2" THICKNESS)

HMA SURFACE COURSE, 
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PATCH AND SURFACE DETAIL

- BD-22 FOR PAVEMENT PATCHING FOR HMA SURFACED PAVEMENT

SEE IDOT DISTRICT 1 STANDARD DETAILS:
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PROPOSED PAVEMENT EXISTING PAVEMENT

PROPOSED STABILIZED SUBBASE- HMA, 4.5"
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PROPOSED PAVEMENT

10’

IL-19.0, N50 (2.5" THICKNESS)

HMA BINDER COURSE, 

STUENKEL ROAD WEST END DETAIL

PROPOSED PCC PAVEMENT, 9.75"
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PROPOSED PCC PAVEMENT, 10.75"

PAVEMENT

EXISTING GRAVEL

MIX "D", N50 (1.5" THICKNESS)

HMA SURFACE COURSE, 

|
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EXISTING AGGREGATE ROADWAY

CLASS D PATCHES, TYPE II, 8 INCH

SUBGRADE IMPROVEMENT, CY

PAID FOR AS AGGREGATE

AGGREGATE FILL

SUBGRADE IMPROVEMENT, CY

PAID FOR AS AGGREGATE

AGGREGATE FILL

(HARLEM AVE AND STUEKEL ROAD EAST END)


