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DENOTES ITEMS OR WORK NOT PAID FOR SEPARATELY

EXISTING CANTILEVER  SIGNAL TO BE REMOVED (CPR FA)

EXISTING GATE TO BE REMOVED (CPR FA)

TO BE REMOVED (CPR FA)

EXISTING CANTILEVER SIGNAL

REMOVED (CPR FA)

EXISTING GATE TO BE

8
.5
’

CPA FA = CANADIAN PACIFIC RAILWAY FORCE ACCOUNT WORK

SHALL BE CONSIDERED INCIDENTAL TO "EARTH EXCAVATION".

OF THESE FOUNDATIONS SHALL NOT BE PAID FOR SEPARATELY BUT

CONTRACTOR SHALL INSTALL THE FOUNDATIONS.  THE INSTALLATION

PREFABRICATED STEEL CROSSING GATE FOUNDATIONS AND THE

CANADIAN PACIFIC RAILWAY SHALL FURNISH THE NECESSARY 

FLAGGER(S), OR THE ROAD SHALL BE CLOSED TO TRAFFIC.

TRAFFIC SHALL BE PROTECTED AT ALL TIMES USING RAILROAD

WHERE ANY RAILROAD CROSSING SIGNALS ARE NOT OPERATIONAL,

SIGNALS AT THE BEGINNING OF STAGE 1A. DURING ANY PERIODS

STAGE 1A.  CPR SHALL INSTALL MEDIAN TEMPORARY CROSSING

CROSSING SIGNALS SHALL BE INSTALLED AT THE BEGINNING OF

STAGE 1. SIGNAL FOUNDATIONS FOR MEDIAN TEMPORARY RAILROAD

THE OUTSIDE TEMPORARY RAILROAD CROSSING SIGNALS DURING

SIGNALS SHALL BE INSTALLED DURING STAGE 1. CPR SHALL INSTALL

SIGNAL FOUNDATIONS FOR OUTSIDE TEMPORARY RAILROAD CROSSING

NOTES:
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CROSSBUCK SIGN AND BELL) (CPR FA)

(FLASHING LIGHTS, GATE, REFLECTIVE

EB MEDIAN TEMPORARY CROSSING SIGNAL

CROSSBUCK SIGN AND BELL) (CPR FA)

(FLASHING LIGHTS, GATE, REFLECTIVE

EB OUTSIDE TEMPORARY CROSSING SIGNAL

GATE, REFLECTIVE CROSSBUCK SIGN AND BELL) (CPR FA)

WB MEDIAN TEMPORARY CROSSING SIGNAL (FLASHING LIGHTS,

GATE, REFLECTIVE CROSSBUCK SIGN AND BELL) (CPR FA)

WB OUTSIDE TEMPORARY CROSSING SIGNAL (FLASHING LIGHTS,

AND BELL)

REFLECTIVE CROSSBUCK SIGN

(FLASHING LIGHTS, GATE,

TEMPORARY CROSSING SIGNAL

EXISTING GATE

EXISTING CANTILEVER SIGNAL
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