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REMOVE AERIAL CABLE

SIGN REMOVAL, (SPECIAL)

STEEL CASING PIPE, BORED, 6"

REMOVE EXISTING UNDERGROUND CONDUIT

REMOVE EXISTING SIGNAL HEAD

TRAFFIC SIGNAL POST 18 FT. (SPECIAL)

SIGNAL HEAD, LED, 1‐FACE, 3‐SECTION, SPAN WIRE MOUNTED

ELECTRIC CABLE AERIAL SUSPENDED, RAILROAD, NO. 14 3C

ELECTRIC CABLE AERIAL SUSPENDED, SERVICE, NO. 2 3C

RELOCATE EXISTING SIGNS

TELEPHONE SERVICE INSTALLATION

MAINTENANCE OF TEMPORARY LIGHTING SYSTEM

ELECTRIC CABLE AERIAL SUSPENDED NO. 20 3/C, TWISTED, SHIELDED

REMOVE EXISTING SIGNAL HEAD AND POST

REMOVE ELECTRIC CABLE FROM CONDUIT

REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT

TEMPORARY TRAFFIC SIGNAL TIMING

VIDEO DETECTION SYSTEM

SOLAR‐POWERED FLASHING BEACON ASSEMBLY (COMPLETE)

LIGHT DETECTOR

LIGHT DETECTOR AMPLIFIER

PEDESTRIAN PUSH-BUTTON

ILLUMINATED SIGN, LED

RELOCATE EXISTING SIGNAL HEAD

ELECTRIC CABLE AERIAL SUSPENDED, SIGNAL, NO. 14 2C

ELECTRIC CABLE AERIAL SUSPENDED, SIGNAL, NO. 14 3C

ELECTRIC CABLE AERIAL SUSPENDED, SIGNAL, NO. 14 5C

SIGNAL HEAD, LED, 1‐FACE, 3‐SECTION, BRACKET MOUNTED

PEDESTRIAN SIGNAL HEAD, LED, 1‐FACE, BRACKET MOUNTED

LUMINAIRE, SODIUM VAPOR, HORIZONTAL MOUNT, PHOTO-CELL CONTROL, 400 WATT

SIGN PANEL ‐ TYPE 1

SERVICE INSTALLATION - POLE MOUNTED

UNDERGROUND CONDUIT, GALVANIZED STEEL, 2" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 3" DIA.

HANDHOLE

ELECTRIC CABLE IN CONDUIT, 600V (XLP-TYPE USE) 1/C NO. 2

AERIAL CABLE, 3-1/C NO. 2 WITH MESSENGER WIRE

LIGHT POLE, WOOD, 30 FOOT, CLASS 5

LIGHT POLE, WOOD, 60 FOOT, CLASS 4, WITH 15FT MAST ARM

MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION

MAINTENANCE OF TEMPORARY TRAFFIC SIGNAL INSTALLATION

RAILROAD, FULL‐ACTUATED CONTROLLER AND TYPE V CABINET

MASTER CONTROLLER

UNINTERRUPTABLE POWER SUPPLY, STANDARD

SPAN WIRE

TETHER WIRE

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 5C

ELECTRIC CABLE IN CONDUIT, COMMUNICATION NO. 20 3C

ELECTRIC CABLE IN CONDUIT, RAILROAD, NO. 14 3C


