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MONODIRECTIONAL STEADY BURNING LIGHT

TYPE II BARRICADE OR DRUM WITH

WHITE SOLID

PAINT PAVEMENT MARKING, 5"

SIDE ROAD RADII OR FLARES

BREAK EDGE LINES AT
WITHOUT SURFACE COURSE

MAINLINE FULL DEPTH PAVEMENT

WITHOUT SURFACE COURSE

SIDE ROAD FULL DEPTH PAVEMENT
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’

DOUBLE YELLOW SOLID

PAINT PAVEMENT MARKING, 5"

WHITE SOLID

PAINT PAVEMENT MARKING, 24"

STOP

STOP

"ROAD CLOSED"

WITH R11-2 (4830)

TYPE III BARRICADES

NOTES:

OR METHOD APPROVED BY THE ENGINEER.

ALL SIGNS SHALL BE MOUNTED ACCORDING TO STANDARD 702001

SIGNAGE AND STRIPING

TRAFFIC CONTROL AND STAGING

R1-1 "STOP"

EXISTING

RELOCATE

(FINAL SIGNAGE)

"STOP"

R1-1 (3030)
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’

STOP
(FINAL SIGNAGE)

"STOP"

R1-1 (3030)

WITHOUT SURFACE COURSE

SIDE ROAD FULL DEPTH PAVEMENT

DOUBLE YELLOW SOLID

PAINT PAVEMENT MARKING, 5"

WHITE SOLID

PAINT PAVEMENT MARKING, 24"

WHITE SOLID

PAINT PAVEMENT MARKING, 5"WITHOUT SURFACE COURSE

MAINLINE FULL DEPTH PAVEMENT

WITHOUT SURFACE COURSE

SIDE ROAD FULL DEPTH PAVEMENT

DOUBLE YELLOW SOLID

PAINT PAVEMENT MARKING, 5"

END AT END OF RADIUS RETURNS
WHITE SOLID
PAINT PAVEMENT MARKING, 5"

CLOSED

ROAD

"ROAD CLOSED"

WITH R11-2 (4830)

TYPE III BARRICADES
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UNDER CONSTRUCTION

UNDER CONSTRUCTION

STOP
R1-1 "STOP"

EXISTING

RELOCATE

TEMPORARY PAVEMENT STRIPING SHALL BE PAID FOR SEPERATELY.

AND DRUMS WILL REMAIN THE PROPERTY OF THE CONTRACTOR.

INCLUDED IN THE CONTRACT.  THESE TEMPORARY SIGNS, BARRICADES,

CONTRACT UNIT BID PRICES OF THE TRAFFIC CONTROL AND PAY ITEMS

SEPERATELY.  THE COST WILL BE CONSIDERED TO BE INCLUDED IN THE

STAGE CONSTRUCTION WILL NOT BE MEASURED AND PAID FOR

THE TRAFFIC CONTROL SET UP FOR SIDE ROAD INTERSECTIONS DURING

@ 25’ CENTERS (2-WAY AMBER)

WITH TEMP RAISED REF PVMT MARKERS

DOUBLE YELLOW SOLID

PAINT PAVEMENT MARKING 5"

TEMPORARY ACCESS (SIDE ROAD)

SEB1"=50’

LETTERS AND SYMBOLS, WHITE

PAINT PAVEMENT MARKING

25’

@ 25’ CENTERS (2-WAY AMBER)

WITH TEMP RAISED REF PVMT MARKERS

DOUBLE YELLOW SOLID

PAINT PAVEMENT MARKING 5"

LETTERS AND SYMBOLS, WHITE

PAINT PAVEMENT MARKING

REMAINING SIDE ROAD TO BE RECONSTRUCTED
 

TYPICAL STAGE 2 & 3 SIGNAGE & STRIPING PLAN

SIDE ROAD CONSTRUCTED
 

TYPICAL STAGE 2 & 3 SIGNAGE & STRIPING PLAN

STRIPING ON TOP LIFT OF FULL-DEPTH PAVEMENT.

SEE SIGNING & STRIPING PLAN SHEETS FOR

ON COMPLETED US 51 PAVEMENT.

BY THE ENGINEER FOR 2-WAY TRAFFIC

SIDE ROAD INTERSECTIONS AS DIRECTED

SHALL BE PLACED 500’-1000’ FROM THE

W6(O) (4848) "TWO WAY TRAFFIC" SIGNS

FROM THE ENGINEER.

OR DURING SHUT-DOWN PERIODS WITH APPROVAL

55 MPH SIGNS WHEN WORKERS ARE NOT PRESENT

45 MPH SIGNS MAY BE REPLACED WITH

AS DIRECTED BY THE ENGINEER.

SHALL BE PLACED 250’ FROM W6(O) SINGS

R2-1-(3648) "SPPED LIMIT 45 MPH"

W2-Ill5(O)-(3618) "WORK ZONE" AND

LIMIT

SPEED

45

ZONE

WORK

83
Q
:\

0
1
f
i
l
e
s
\
0
1
0
3
2
9
\

S
O

U
T

H
 

P
L

A
N

S
 

N
E

W
\

C
A

D
D
 

S
h
e
e
t
s
\

D
6
7
2
9
6
1
-
s
h
t
-
s
t
a
g
i
n
g
1
6
 
s
t
r
i
p
i
n
g
.d

g
n

1
0
/
5
/
2
0
1
2

REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:

DATE

DRAWN BY

CHECKED BY

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

 322  CHRISTIAN     

                    

SHEETS

TOTAL
NO.

SHEET

RTE.

F.A.P.

72961

    11-13   

CHRISTIAN COUNTY

SECTION 11-13

FAP 322 (US 51)

437


