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TYPICAL SECTION *#* 7

STA. 263+97.87 TO STA. 274+00.00

o ‘ o LEGEND
2'-0" 2'-0" (1)  EXIST. CONTINUOUSLY REINFORCED PCC PAVEMENT 8"
- ////// *CA-16 GRAVEL (2)  EXIST. PAVEMENT WIDENING 8"
== (3)  EXIST. PCC PAVEMENT 10"
_ _ @ EXIST. HMA PAVEMENT 11"
e I A — (5)  EXIST. STABILIZED SUB-BASE 4"
————————————————— (6)  EXIST. HMA OVERLAY, 2"-6"
(7)  EXIST. HMA SHOULDERS 8"
EXIST. AGGREGATE SHOULDER, TYPE B
3" 19 (3)  EXIST. SUB-SURFACE DRAIN 4"
TYPICAL SECTION # 8 @ UNDERDRAIN 4" PROP. SURFACE REMOVAL VARIABLE DEPTH
(1)  PROP. BITUMINOUS MATERIAL (PRIME COAT)
STA. 82+20.00 TO STA. 90+53.98  erre S o eLboR LIMITzT(ill-' BPZR_'(-)ZPS..IL(J)N[_)F%RDRAIN (@)  PROP. LEVELING BINDER () NSO (1
IN THE COST OF THE STA. 89+03.38+- (13)  PROP. LEVELING BINDER (MM) N50 (1)
v+ PROP. UNDERDRAIN IS PROP. LEVELING BINDER (MM) NSO (3/4)
EISTING INCET AT O (15)  PROP. HMA SURFACE COURSE, MIX “E” N9O (1 1/2')
STA. 89+03.38 PROP. HMA SURFACE COURSE, MIX “C" N50 (1 1/2)
(17)  PROP. HMA SHOULDERS
PROP. AGGREGATE SHOULDER, TYPE B
PROP. COMB. CONC. CURB & GUTTER
PROP. CONCRETE MEDIAN SURFACE 4"
(21)  PROP. HMA BASE COURSE 12"
(22 PROP. AGGREGATE SUB-BASE GRANULAR MATERIAL 6"
(29  PROP. UNDERDRAIN 4"
¢ IL 4 PROP. SUB-BASE GRANULAR MATERIAL, TYPE B
!
24'-0" 46'-0" 24'-0"
_ 107-0" 12°-0" 12-0" | 60" 2" 3 32 0| 12'-0" 12-0" | 10"-0"
~A4%_ |6
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A TOTAL | SHEET
AL SECTION COUNTY  |SHEETS| “NO.

LA 1(RS),2(RS),S(RS-6) SANGAMON 116 26
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SCALE: SHEET
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