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chain link fabric, typ.

9 Gauge wire, 2’’ mesh
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be according to the manufacturer’s specifications.

to Article 509.06 of the Standard Specifications.  Embedment shall

has the option of drilling and setting �’’ } anchor rods according

   In lieu of the cast-in-place anchor device shown, the Contractor

HSS 3 x 3 x � HSS 3 x 3 x �
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Drill & tap - �’’ HHCS, typ.

1�’’

x �’’ long holders, typ.

ASTM A513 1� x � x 14 gage

1�
’’

1’
’

Typ.

�’’ x �’’ Stretcher bar, typ.

‘ �’’ x 2’’ x 2�’’, typ.

1�
’’

at 50° F

- 

1’
’

SECTION A-A

Chain link fabric

HSS 3 x 3 x �, typ.

The designer should add the appropriate note as applicable.

 A. When railing is galvanized:

 B. When railing is painted:

Only one of the above notes would appear on Contract Plans.

to Article 509.05 of the Standard Specifications.

  All steel rail elements shall be galvanized according

Bent ‘ �’’ x      x 4’-4’’, typ.

Bicycle side

HSS 3 x 3 x �
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Parapet Railing Foot

paint system for Structural Steel).

plates shall be painted using the (List the appropriate

  All post, railing, splices, anchor devices, and bent

    at 50° F
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AASHTO M270 G50 - Tap

1’’ Round bar stock
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