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EAST SLOPEWALL PLAN

SECTION A-A

SECTION B-B

SECTION C-C SECTION D-D

RIPRAP PLACEMENT ON SLOPE

BILL OF MATERIAL

UnitItem

TonsStone Riprap, Class A3

Filter Fabric Sq. Yd.

Sq. Ft.
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C-C And D-D On Sheet 3.

Protection. See Sections

Granite Block Slope

undermined sections Of
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1’-0" 1’-0"

Class A3

Stone Riprap

Filter Fabric

Filter Fabric

Class A3

Stone Riprap

Existing Valley Gutter

Slope Protection
Existing Granite Block

Class A3

Stone Riprap

Protection

Granite Block Slope

Remove and Replace

Block Header

8"x8"x12" Granite

8
"

2" Mortar Bed

block Header

8"x8"x12" Granite

Protection

Granite Block Slope

Remove and Replace

2" Mortar Bed

6.

5.

4.

3.

2.

1.

GRANITE BLOCK REPAIR NOTES

Face of East Abut.

with Special Slopewall

Existing concrete edge
F.A.I. 255

Edge of shoulder

Material

with Controled Low-Strength

Slope Protection

Fill voids under

material

with Controled low-strength

and Concrete Edging

Slope Protection

Fill voids under

          26% - 8" x 8" x 12"

          26% - 6" x 8" x 12"

          48% - 4" x 8" x 12"

     

to the following percentages:

Random pattern of Granite blocks shall conform

shall match existing blocks.

Replacement block color and grain structure

to replace missing or broken blocks. 

Supply additional Granite blocks if necessary

Reset Granite Blocks on 2" Mortar bed as shown.

Voids up to botton of Proposed Mortar Bed.

Install Controled low-strength material in 

material as directed by Engineer.

Remove Unsuitable Bedding and Subgrade

Remove blocks from affected area.
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