
SEAL W/HEAT

MEDIUM INTENSITY LIGHT

BASE MOUNTED

SHRINK TUBE (TYP.)
SEAL WITH HEAT

EXISTING 2" HUB CONDUIT

SHRINK TUBE (TYP.)

STAKE MOUNTED

MEDIUM INTENSITY LIGHT

NOT TO SCALE

EXISTING TRANSFORMER 6.6 AMP
30/45 WATT (L-830-1)

SEAL WITH HEAT
SHRINK TUBE (TYP.)

EXISTING BARE COPPER COUNTERPOISE

NOT TO SCALE

6" SAND
CUSHION

NEW PRIMARY

EXISTING BRICK

WIRE NO.8 (MIN.)

EXISTING GROUND ROD

SLACK (EACH)
PROVIDE 3' CABLE

PRIMARY CONNECTORS
L-823 AND HEAT
SHRINK TUBING

6.6 AMP 30/45
WATT (L-830-1)

EXISTING TRANSFORMER

EXISTING LIGHT FIXTURE

GROUND PLUG

GRADE
FINISHED

COLOR CODED TAPE FOR
WIRE IDENTIFICATION LOCATED
WITHIN 6" OF L-823 CONNECTOR

COLOR CODED TAPE FOR
WIRE IDENTIFICATION LOCATED
WITHIN 6" OF L-823 CONNECTOR

EXISTING
GROUND
CLAMP

CONNECTORS
I/C TYPE "C" U.G. CABLE
IN UNIT DUCT

NEW No. 8, 5000 V. (L-824)
I/C TYPE "C" U.G. CABLE
IN UNIT DUCT

11/16/2012

8

10

ELECTRICAL DETAILS AND

(SEE DETAIL THIS SHEET)

2 - 2" NON-METALLIC CONDUIT

2 -WAY DUCT

EACH HAND HOLE

CONDUIT & FITTINGS
2 - 2" NON-METALLIC PROPOSED ELECTRICAL HAND HOLE

(SEE DETAIL)
BRASS MARKER (TYP.)

EDGE OF PAVEMENT

4"4"

BY THE RESIDENT ENGINEER.
PLUGGED IN A MANNER APPROVED
WIRE AND SHALL HAVE ENDS
PROVIDED WITH A #10 PULL
ALL UNUSED DUCTS SHALL BE

FINISHED GRADE

IN 1" UNIT DUCT

HEAT SHRINK TUBING

3/4" CHAMFER

ELEC. CABLES

FOR LOCATION)
CONDUIT (SEE PLAN
2 - 2" NON-METALLIC

HAND HOLE DETAIL

3/4" DRAIN W/PLUG 6" SAND CUSHION

(NO SQUEEZE CONNECTORS)
BUSHING & SEAL

FOR LOCATION)
CONDUIT (SEE PLAN
2 - 2" NON-METALLIC

CAPPED END

3" MIN.

1"

(610) CONCRETE

24" DIA.

2
4

"

PLAN

3" DIA.

6'-0"± (VERIFY IN FIELD)

TOP OF CONDUIT TO BE NOT
LESS THAN 30"  BELOW
FINISHED RWY. SURFACE (BY
OTHERS - N.I.C.).

PERMANENT BRASS
MARKER SET IN CONCRETE
(SURVEY MARKER)

SPLICE (HEAT
SHRINK TYPICAL)

TOP OF CONDUIT
30" BELOW RWY. SURF.

TOP OF CONDUIT
30" (MIN.) BELOW RWY. SURF.

VARIES

12" Ø x 24" L-867 TY. 1
HAND HOLE W/ (0.375")
BLANK METAL COVER
(AR110610)

SEPARATE RUNWAY CIRCUITS

PERU,  ILLINOIS

ILLINOIS VALLEY REGIONAL AIRPORT (VYS)

AND CONSTRUCT VAULT

6'-0"± (VERIFY IN FIELD)

EXISTING ELECTRICAL SCHEMATIC

REGULATOR - "HONEYWELL", SERIES SCR,
FAA TYPE L-828, DRY TYPE, 30 kw, 60 Hz,

3 STEP CONSTANT CURRENT REGULATOR.
IN EXISTING TRANSCLOSURE (RELOCATE).

EXISTING VAULT EQUIPMENT SCHEMATIC

WIRING DIAGRAM

NOT TO SCALE

208 VOLT INPUT, 6.6 AMP OUTPUT,

BREAKABLE COUPLING

1" THIN WALL COLUMN

30 WATT LAMP 
L-861T LIGHT FIXTURE
W/ COLORED LENS

L-861 OR

30" ANGLE
IRON STAKE

BREAKABLE COUPLING

1" THIN WALL COLUMN

W/ COLORED LENS

PLATE

30 WATT LAMP 

BASE

L-861T LIGHT FIXTURE
L-861 OR

BRASS PAVEMENT MARKER DETAIL

SECTION

3.0"

TOP OF
PAVEMENT

0
.1

5
"

1
.5

"

4
.0

"

4
.4

"

0.4"

0.75"

NON CORROSIVE METAL
DISK (BRASS)

BY OTHER - N.I.C.

ELECTRICAL

(BY OTHERS - N.I.C.)

(BY OTHERS - N.I.C.)

(SEE DETAIL THIS SHEET)
PROPOSED ELECTRICAL HAND HOLE

2 - 2" NON-METALLIC CONDUIT
EACH HAND HOLE

(MODIFY AS REQUIRED TO 10kw.)

CABLE MARKER (AR110101)


