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7-8 SCHEDULE OF QUANTITIES

9-12 DISTRICT 7 DETAIL PAVEMENT MARKING 

THE FOLLOWING STANDARDS ARE A PART OF THESE PLANS

AND ARE INCLUDED FOLLOWING SHEET NUMBER 12

701001-02 OFF-ROAD OPERATIONS, 2L, 2W, MORE THAN 15' AWAY

701006-05 OFF-ROAD OPERATIONS, 2L, 2W, 15' TO 24" FROM PAVEMENT EDGE

701301-04 LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS

701306-04 LANE CLOSURE, 2L, 2W, SLOW MOVING OPERATIONS DAY ONLY, FOR SPEEDS >= 45 MPH

701311-03 LANE CLOSURE, 2L, 2W, MOVING OPERATIONS - DAY ONLY

701901-08 TRAFFIC CONTROL DEVICES

(4,5,6,7)PVMT PRSV

* FAU 7705, FAS 1669, FAU 7619

GENERAL NOTES 

SPECIFICATIONS. 

AND ANY OTHER WORK NECESSARY TO COMPLETE THIS SECTION PER THE STANDARD

PAVEMENT MARKING, RAISED REFLECTIVE PAVEMENT MARKERS, TRAFFIC CONTROL,

HOT-MIX ASPHALT FOR PATCHING POTHOLES (COLD MIX), MICRO-SURFACING,

THE WORK IN THIS SECTION CONSISTS OF HOT-MIX ASPHALT SURFACE CORRECTION,

 

SURFACE WILL NOT HAVE TO BE REMOVED PRIOR TO PLACING THE MICRO-SURFACING.

FINAL SURFACE. APPLICATION OF SHORT-TERM PAVEMENT MARKING ON MILLED

SHORT-TERM PAVEMENT MARKING ON MILLED SURFACE SHALL BE PAINT AND TAPE ON

INCLUDED IN THE COST OF HOT-MIX ASPHALT SURFACE CORRECTION. 

THE REMOVAL OF EXISTING RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE

sunderlandmj
Typewritten Text
THE EXISTING PAVEMENT SURFACE SHALL BE MILLED TO A DEPTH OF 1/2"AT THE CENTERLINE.  THIS WORK SHALL BE PAID FOR AS HOT-MIX ASPHALTSURFACE CORRECTION.
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