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EX PCC PAVEMENT § - 6 - 9
EX HMA BASE CSE WIDENING 9"
EX HMA RESURFACING, 6t

E

<

HMA SHOULDERS / WIDENING, 12"+ (TO BE REMOVED)

PR EARTHWORK (EARTH EXCAVATION & EMBANKMENT)

PR BASE CSE / WIDENING, 10"

PR SUB-BASE GRANULAR MATERIAL. TYPE A, VAR. DEPTH, &' MIN.

PR HMA BINDER COURSE, VAR. DEPTH (USED ONLY IN LOCATIONS

WHERE TOTAL PR RESURFACING THICKNESS EXCEEDS 4.5"; THEREFORE,

MINIMUM BINDER THICKNESS = 2.25")

PR LEVELING BINDER (MACHINE METHOD), ¥ & VARIABLE

PR HMA SURFACE COURSE, 1.5
PR HMA SHOULDERS, 2.25" & VAR.

PR AGGREGATE SHOULDERS, 2.25" & VAR.

PR PAVEMENT MARKING, LINE - 5
PR HMA SHOULDER. 6 172

HMA SURFACE REMOVAL, VARIABLE DEPTH, (¥4 TYP)
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FAP 614 - TYPICA

R TION N

STA 998+90.00 TO STA 1001+00.00

STA 1001+00.00 TO STA 1001+50.00 - NO PR HMA BINDER
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NOTE: PR HMA SHLD/HMA BASE CSE WID, 10" TAPERS IN WIDTH

PRE S-1

FROM STA 1000+75.00 TO STA 1001+50.00 ON BOTH LT & RT
SIDES, OUTSIDE EDGE 18.0° LT & RT TO 14.0' LT & RT (1’ STUBS)
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R TION N

STA 1001+50.00 TO STA 1003+50.00
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STATE OF

ILLINOIS

DEPARTMENT OF TRANSPORTATION

TYPICAL CROSS SECTIONS - IL 78

F.AP.
Fd SECTION

COUNTY

TOT
SHEE

OTAL | SHEET
NO.

Ts

614 144 (B-4); 144 (B-5)

CASS

97

11

SCALE: NTS

‘ SHEET NO. 4 OF 4 SHEETS

‘ STA. 998+90.00 TO STA. 1003+50.00
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