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614 CASS 97

CONTRACT NO. 72B55

76144 (B-4); 144 (B-5)

STA. 1946+81.24 RT

STA. 1946+81.24 LT

PR FILTER FABRIC

CLASS A4

PR STONE RIPRAP

1’ 1’3’ 4’ 3’

12’
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PR FORESLOPE

PR FORESLOPE

See DETAIL A
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INLET TYPE SHOULDER WIDTH O-O GRATING FRAME
INSIDE WIDTH

INLET BOX

INSIDE LENGTH

INLET BOX

Type C 4’-4" 3’-11" 18"

4’-4"

3’-11"

6’

EOP

D

D

2.0% (see Standard 542401).

PR Metal End Section, 12"

6%

1:3

PR Stone Riprap, Class A4

PR Filter Fabric

Class A, Ty. 1, 12"

PR Pipe Culvert,

STD 609006

PR Ty C Inlet Box,

SECTION D-D

SECTION B-B
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INLET BOX

each frame.

grate, four places

hole for bolting down

� (13) Dia. tapped

DETAIL B
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SECTION E-E

DETAIL OF CAST FRAME

Type C 12" 12" Type C

4’-4’’ Type C

�" �"

�
"

2
�

"
�

"

1
1
�

"

2
3
"

�
"

�"

2�"

3
0
"

35"

BAR u 

4’-10"

2
5
"

2
8
"

10"

BAR u 

1
"

3�"

1"

�" R.

3" R. 2
"

2
�

"

�"
3�" R

�"

10"

2
5
"

31" 10"

8’-5"

10’-1"

8’-4"

0.8cu. yds.

76lbs.

sq. ft. 7.3

#4

#4

#4

DETAIL B

See

SECTION C-C

DETAIL OF CAST GRATE

SECTION D-D

C

D

C

D

GENERAL NOTES

Type C requires 2 grates

shown.

(millimeters) unless otherwise

All dimensions are in inches

shall be beveled � (20).

except the upper perimeter,

All exposed edges of the inlet,
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cost of Rip Rap)

(To be included in

PR AGG Bedding 6"

COST OF RIP RAP)

(TO BE INCLUDED IN

PR AGG BEDDING 6"

1:40

TEMPORARY RAMP DETAIL

TEMPORARY BITUMINOUS

RAMP CONSTRUCTED

EXISTING PAVEMENT

IN ACCORDANCE WITH

STRUCTURE

EDGE OF PVMT.

ARTICLE 406.08

5’-0" (1�" DIFF)

EXISTING MILLED

SURFACE

30’-0"

REMOVAL - BUTT JOINT

BUTT JOINT DETAIL

LIMITS OF HMA SURFACE

MISCELLANEOUS DETAILS  

15’-0"

45’-0"

(STA. 953+00.00 TO STA. 953+45.00)

(STA. 1003+05.00 TO STA. 1003+50.00)

2 1/4" 
1 1/2"SAW CUT

PR HMA SURFACE COURSE, 1.5"

PR HMA LEVELING BINDER

(MACHINE METHOD), 3/4" & VAR.

EX PCC PAVEMENT

EX HMA RESURFACING, 6"

(STA 996+34.28, 13.50’ LT)

(STA 996+41.57, 13.50’ RT)

APPROACH SHOULDER

DRAIN DETAIL

(STA 998+33.60, 15.50’ LT)

(STA 998+47.69, 15.50’ RT)


