
STA. 34+00.00 TO STA 35+00.00
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10-22-07

AAD

NONE

LEGEND

EXISITNG P.C. CONCRETE PAVEMENT - 9"-6"-9"

EXISTING BITUMINOUS OVERLAY - 2 1/2"

EXISTING LEVELING BINDER (MACHINE METHOD) MIXTURE ’B’,

TYPE 2, 1 1/2"

EXISTING BITUMINOUS CONCRETE SURFACE COURSE, MIXTURE ’D’,

CLASS A, TYPE 2, 1 1/2"

EXISTING BITUMINOUS SHOULDER - 8"

EXISTING CONCRETE GUTTER - 9"

TYPICAL SECTION

STA 36+79.00 RT TO STA 37+74.50 RT

STA 36+91.00 LT TO STA 37+74.50 LT

STA 38+84.50 RT TO STA 39+80.00 RT

STA 38+84.50 LT TO STA 41+92.50 LT

GUARDRAIL PLACEMENT:

PROPOSED PAVED SHOULDER REMOVAL

TYPICAL SECTION

10

STA. 41+90.00 TO STA. 42+40.00, LT.

STA. 41+39.00 TO STA. 42+40.00, RT.

R.R. OMISSION STA. 35+89.94 TO STA. 36+17.08

STA. 35+00.00 TO STA. 35+89.94

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTH
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PROPOSED HMA SURFACE REMOVAL - BUTT JOINT

PROPOSED HOT-MIX ASPHALT SHOULDERS (2 1/4") 

PROPOSED HOT-MIX ASPHALT BASE COURSE WIDENING - 10"

PROPOSED PAVEMENT MARKING - LINE 5"

PROPOSED HOT-MIX ASPHALT SHOULDERS, 8"

PROPOSED AGGREGATE SHOULDERS, TYPE B

MIX C, N50 (1 1/2")

PROPOSED HOT-MIX ASPHALT SURFACE COURSE

PROPOSED LEVELING BINDER (MACHINE METHOD), N50, IL 9.5
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BUTT JOINT DETAIL

26’ BUTT JOINT
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