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McHENRY 28238
STRATTON LOCK & DAM - LOCK & GATE STRUCTURE IMPROVEMENTS
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C12x20.7

Steel Sheet Piling

Clip Angle (Typ.)

3"x3"x…"x3"

28

2
Š

Typ.

C12x20.7

3"x3"x…"x3" Clip Angle

28

2
Š

Typ.

C12x20.7

3"x3"x…"x3" Clip Angle

Elevation

See Pier
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4
Š

Š
Typ.

WITH PIPE HANDRAIL

SECTION AT TOP OF WALL

WITHOUT PIPE HANDRAIL

SECTION AT TOP OF WALL

PZ22

Piling Section

Steel Sheet

PZ22

Piling Section

Steel Sheet
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28

DETAIL

Top of Pier Elev. 734.37

5
"

FRONT VIEW
SIDE VIEW

Channel Bottom

(Min. 726.2; Max. 726.5)

Varies

(North & South Sides of Pier)

Handrail on C12x20.7

Fixed OSHA Compliant Pipe

5

28

ELEVATION MAINTENANCE DOCKING PIER

Median Lower Pool Elev. 731.12

Top of Pier Elev. 734.37

Elev. 712.37

(See Detail 10, This Sheet)

Structural Steel.

Cost Included with F/E

Mooring Bit (Typ. of 2)

(See Detail 7, This Sheet)

Treated Timber Bumper (Typ.)

(See Detail 6, This Sheet)

Cost Included with Signs

End of Handrails (Typ. Each Side)

Cable Connection at East & West

(See Sheet 9 for Sign Details)

of Pier. Cost Included with Signs.

Backing. Placed on East and West End 

6" Red Letters on White Reflectorized

Cable Barrier with "No Access" Sign.
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Eased Edge

Galvanized with

1•" Dia. Solid Stem,

1
"

Pipe 1•" STD

Welded to Stem

Galvanized Stop

2
•
"

2
•
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Pipe Handrail Post Detail

Fixed OSHA Compliant

Bent Plate

Top of

2"

2"
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ƒ" Bore

Countersink

2" Dia. x 1•" Deep

Face

1"

1"

Face

Each Timber

Back Side of

3 Locations on

Cut V-Notch in

Wire Cable

‚" Plastic Covered

Carabiner

w/ Washer & Nut

‚" Galvanized Eye Bolt

Pipe Handrail

ELEVATION

PLAN

8"

10"

8
"

•"} Weep Hole

8"

4
"

ƒ
"

2
"

Typ.
‚

10"

Hole

•"} Weep

3"} Extra Strong Pipe (Schedule 80)

C12x20.7

MAINTENANCE DOCKING PIER SECTIONS & DETAILS

Treated per Specifications

Timbers Shall be Red Oak (Commercial)

5 Each Required (Including 1 Spare)

2

28

SECTION
3

28

TYPE 'A' PIPE HANDRAIL

4

28

PIPE HANDRAIL POST DETAIL

FIXED OSHA COMPLIANT
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CABLE CONNECTION DETAIL

7

28 8
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BUMPER TIMBER DETAILS

V-NOTCH DETAIL
ATTACHMENT DETAIL

MOORING BIT DETAILS

SKB/EJM

with Nyloc Nut

…" Dia. S.S. Bolt

Bumper Timbers Shall Extend Below Elevation 730.00.

Note:

ƒ"} Round Bar w/ Eased Edges

‚"x3"} Plate w/ Eased Edges

Treated Timber.

Washer. Cost Included with

Steel Studs with SS Nut &

Partially Threaded Stainless

Be Attached Using †"x3"

Treated Timber Bumpers Shall

Note:

•"

Studs to Sheet Piling

Automatic End-Weld

Connections, & Hardware

Galvanize All Members,

by the National Forest Products Association.

Better per the Design Values for Wood Construction,

Red Oak Timbers Shall be Commercial Grade No. 3 or

1
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