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CONTRACT NO. 60N22

SCALE:

BCB

DPA

09/25/13

BCB

LAKE

STA.            TO STA.            

541 93X-6-B-I-1

9/25/2013

28

IL 132 (GRAND AVE.) OVER DES PLAINES RIVER

LANDSCAPE, EROSION AND SEDIMENT CONTROL PLAN
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ILLINOIS ROUTE 132 (GRAND AVE.)

97 LF

TEMPORARY FENCE

125 LF

TEMPORARY FENCE
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LAKE COUNTY

DISTRICT OF

FOREST PRESERVE

LAKE COUNTY

DISTRICT OF

FOREST PRESERVE

73 LF

PERIMETER EROSION BARRIER

147 LF

PERIMETER EROSION BARRIER

144 LF

PERIMETER EROSION CONTROL

LEGEND

STONE RIPRAP CLASS A4

PERIMETER EROSION BARRIER

TEMPORARY FENCE

1 EA

INLET FILTERS

1 EA

INLET FILTERS

587 LF

EROSION BARRIER

DOUBLE ROW OF PERIMETER

278 LF

EROSION BARRIER

PERIMETER

DOUBLE ROW OF

240 LF

EROSION BARRIER

DOUBLE ROW OF PERIMETER

451 LF

EROSION BARRIER

DOUBLE ROW OF PERIMETER

INLET FILTER

TREE TRUNK PROTECTION

TREE ROOT PRUNING (INCLUDES TREE PRUNING)

NOTES:

RESTORATION), MULCH METHOD 4

EROSION CONTROL BLANKET (NAG S-150BN

6" TOPSOIL, SALT TOLERANT SEED CLASS 2A

ON THE PLANS OR AS DIRECTED BY THE EGINEER.

"WETLAND NO INTRUSION" SIGNS AT LOCATIONS SHOWN

CONTRACTOR SHALL INSTALL DEPARTMENT FURNISHED

329 LF

TEMPORARY FENCE

STA. 65+00 45’ RT

STA. 66+36 92’ RT &

"WETLAND NO INTRUSION"

142 LF

TEMPORARY FENCE

STA. 67+00 36’ RT

STA. 66+89 93’ RT &

"WETLAND NO INTRUSION"

(SEE SHEETS 21 TO 24 FOR MOT STAGING SEQUENCE)

TRAFFIC IS MOVED FOR STAGE 2 CONSTRUCTION.

STABILIZATION OF STAGE 1 CONSTRUCTION BEFORE

CONTRACTOR SHALL COMPLETE PERMANENT SEEDING/

WETLAND 2

WETLAND 2

WETLAND 2

WETLAND 3

WETLAND 3

WETLAND 3

WETLAND 4

WETLAND 5

WETLAND 5

WETLAND 1

45.00’ RT

STA. 64+10

50.00’ RT

STA. 64+10

36.22’ RT

STA. 66+28
36.38’ RT

STA. 66+82

35.77’ RT

STA. 67+06

141.04’ RT

STA. 66+44

153.07’ RT

STA. 66+98

43.11’ LT

STA. 62+94

44.40’ LT

STA. 62+27

48.93’ LT

STA. 62+23

CLASS A4

STONE RIP RAP

20.43’ LT

STA. 61+85

48.89’ LT

STA. 61+76

1.

2.

3.

4.

40.32’ RT

STA. 62+74

39.45’ RT

STA. 62+94

49.92’ RT

STA. 62+25

28.97’ RT

STA. 62+12

49.92’ RT

STA. 62+63

TREE TO BE REMOVED (TYP)

705-4391, 72 HOURS PRIOR TO PLANTING FOR LAYOUT.

DEVELOPMENT UNIT, MELISSA DEL ROSARIO, AT (847)

CONTRACTOR SHALL CONTACT IDOT ROADSIDE

PLACED IN THE BIKE PATH CONNECTOR AREA.

10 QUERCUS BICOLOR (SWAMP OAK) TREES WILL BE

TOPSOIL REPLACEMENT ALONG THE CONNECTING PATH.

EXCAVATED FOR CONNECTING PATH EMBANKMENT FOR

CONTRACTOR SHALL PLACE HYDRIC WOODLAND TOPSOIL

0.10 ACRES

EROSION CONTROL BLANKET

SEEDING CLASS 5B

SEEDING CLASS 4B

EXCAVATED TOPSOIL REPLACEMENT

(NAG S-150BN RESTORATION), MULCH METHOD 4

CLASS 5B, WITH EROSION CONTROL BLANKET

WOODLAND TOPSOIL, SEEDING CLASS 4B AND SEEDING

TOPSOILREPLACEMENT WITH EXCAVATED HYDRIC

(WOUS) LIMITS

WATERS OF THE UNITED STATES

J J
J

6"

7"

12"

10"

16"

15"10"

12"

12" 8"

10"

12"

10"

14"

12"
20"

8"

8",10"

10"

6"

16"

10"

12"

8"
10,12"

6"

 60+00  65+00

 
0

+
0
0

 
1

 
0

+
0
0


