
PRECAST BRIDGE APPROACH SLAB

S12

  5393

REVISED

REVISED

REVISED

REVISED

NO.
SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.RTE.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DESIGNED -

-

-

-

CHECKED

DRAWN

CHECKED

   

   

   

   

 
   

 

     

 

STRUCTURE NO. 049-0062

TITLE 1
LAKEX-6B-R541

FILE NAME

JPS=USER NAME

=PLOT DATE 9/3/2013

= 049-0062_12_appr_slab.dgn

M
:\
I
L
 
1
3
2
 
o
v
e
r
 

D
e
s
P
l
a
i
n
e
s
 

R
i
v
e
r
(1

2
-
1
5
4
-
0
0
1
)\

D
R

A
W
I
N

G
S
\

S
t
r
u
c
t
u
r
a
l
\

F
i
n
a
l
 
P
l
a
n
s
\

C
A

D
D
 

S
h
e
e
t
s
\
0
4
9
-
0
0
6
2
_
1
2
_
a
p
p
r
_
s
l
a
b
.d

g
n

F.A.P.OY

DB

CM

OY SHEET NO.    OF S23 SHEETS

CONTRACT NO. 60N22      

(Sheet 2 of 4)

7’’

9
’’

7’-0’’ 3’-0’’

3’-6’’ 3’-0’’ 6’’

�
’’

(|
�
’’
)

2
�
’’
 
c
l.

Surface, 5’’

Concrete Wearing

1’
-
4
’’

m
in
.

10
’’

t(E)

c
l.

2
’’

c
l.

2
’’

footing

Approach

30’-0’’

SECTION B-B

SECTION C-C

a (E)1

approach slab

Precast bridge

1’
-
3
’’

Approach Slab.

beam).  Cost included with Precast Bridge

holes drilled and grouted in cap (2 each

~ 1’’ } x 2’-0’’ Dowel rods in 1�’’ }

End of approach slab

Symmetry

~ Roadway

58’-0" Face-to-face of parapet width

29’-0" Roadway width

9-11"x46�" Precast Bridge Approach Slab

29’-0" Roadway width
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See Section B-B

3-#4 e(E) bars, Each Face
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See sheet S12 of S22
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16-#4 d(E) bars at 12’’ cts. Outside Face
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Exterior fabric

1�" clfull length

�"   drip notch
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(Level out-to-out)

Elev. 664.49 (W. Approach)

Elev. 665.19 (E. Approach)

See sheet S16 of S23

For Strip Seal Joint Detail
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2

on NE Corner only

4-#4 d (E) bars at Each Rail Post

on NW, SW & SE Corners

2-#4 d (E) bars at Each Rail Post

Conc Surface

1’-0" at all other locations
(NE Corner Only)
Var. 1’-0" to 1’-9" Parapet

8’-1"

Sidepath

Slope �" / Ft.

1’-8�"

9-11"x46�" Precast Bridge Approach Slab = 36’-4�"7�"

16-#4 d(E) bars at 12’’ cts. Outside Face

16-#6 d (E) bars at 12’’ cts. Inside Face1

See Section B-B

3-#4 e(E) bars, Each Face

sheet S13 of S23).

pads  (See details on

~ �’’ Fabric bearing

See details on sheet S13 of S23.

~ �’’ Fabric bearing pads
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See sheet S9

�" Parapet Joint
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included with Precast Bridge Approach Slab.

   Cost of excavation for Precast Bridge Approach Slab

with Concrete Structures.

   Cost of excavation for approach footing included
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