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93RD ST/ SOUTHWEST HWY
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LRR PROPOSED ROADWAY LIGHTING MODIFICATION PLAN

NOTE #2

NOTE #2

NOTE #2

STANDARD

TO EXISTING LIGHT

ELECTRICAL CONNECTION

EXISTING ROW, TYP.

EXISTING ROW, TYP.

EXISTING ROW, TYP.

EXISTING ROW, TYP.

CD4-2

CD3-3

CD4-4

CD3-6 CD1-6

CD2-5

CD1-4

CD1-3

CD2-2

NOTE #2

STANDARD

TO EXISTING LIGHT

ELECTRICAL CONNECTION
STANDARD

TO EXISTING LIGHT

ELECTRICAL CONNECTION

STANDARD

TO EXISTING LIGHT

ELECTRICAL CONNECTION

STANDARD

TO EXISTING LIGHT

ELECTRICAL CONNECTION 

(SEE SIGNAL PLANS)

POLE WITH 15 FT MAST ARM

MOUNTED ON 40 FT COMBINATION

PROPOSED (2) 400W HPS LUMINAIRES

(SEE SIGNAL PLANS)

POLE WITH 15 FT MAST ARM

MOUNTED ON 40 FT COMBINATION

PROPOSED (2) 400W HPS LUMINAIRES

(SEE SIGNAL PLANS)

POLE WITH 15 FT MAST ARM

MOUNTED ON 40 FT COMBINATION

PROPOSED (2) 400W HPS LUMINAIRES

(SEE SIGNAL PLANS)

POLE WITH 15 FT MAST ARM

MOUNTED ON 40 FT COMBINATION

PROPOSED 400W HPS LUMINAIRE

NOTE #4

NOTE #4

NOTE #4

NOTES #2 & #3

NOTE #2

NOTES #3 & #4

(NO CHANGE)

LIGHTING SYSTEM

LUMINAIRE ON SEPARATE 

OWNED AND MAINTAINED 

VILLAGE OF OAK LAWN 

(NO CHANGE)

LIGHTING SYSTEM

LUMINAIRE ON SEPARATE 

OWNED AND MAINTAINED 

VILLAGE OF OAK LAWN 

(NO CHANGE)

LIGHTING SYSTEM

LUMINAIRE ON SEPARATE 

OWNED AND MAINTAINED 

VILLAGE OF OAK LAWN 

(NO CHANGE)

LIGHTING SYSTEM

LUMINAIRE ON SEPARATE 

OWNED AND MAINTAINED 

VILLAGE OF OAK LAWN 

NOTE #6

NOTE #6

NOTE #6

NOTE #6

NOTE #6

NOTE #7

NOTE #8

ZBB1

ZBB2

ZBA2

LOCATION & MORE INFOMATION

SIGNAL PLANS FOR SERVICE

CABINET WITH "ZB ID TAG SEE

LIGHTING CONTROLLER IN SIGNAL

PROPOSED 120V COMBINATION

ZBA1

NOTE #6

LEGEND

PROPOSED 1�" HDPE DUCT

PROPOSED RGS SIGNAL CONDUIT

EXISTING CONDUIT SLEEVE

EXISTING 1�" HDPE DUCT

12’ TRUSS ARM 

ON 35’-0" ALUMINUM LIGHT POLE,

250W HPS SHOEBOX TYPE LUMINAIRE

12’ TRUSS ARM 

ON A 35’-0" ALUMINUM LIGHT POLE,

400W HPS COBRAHEAD TYPE LUMINIARE

15’ DAVIT ARM 

ON A 40’-0" ALUMINUM LIGHT POLE,

250W HPS COBRAHEAD TYPE LUMINAIRE

MOUNTED AT 40’-0"

COMBINATION LUMINAIRE ON 15’ ARM

PROPOSED IDOT 400W HPS COBRAHEAD

E

17

NOTES:

8.

7.

6.

5.

4.

3.

2.

1.

TO COMBINATION LIGHTING CONTROLLER IN SIGNAL CABINET.

8/C #10 & 4/C #10 GROUND XLP-TYPE USE CABLES FROM SIGNAL HANDHOLE

(SEE SIGNAL PLANS FOR CONDUIT FOR CONDUIT INFO).

4/C #10 & 2/C #10 GROUND XLP-TYPE USE CABLES IN SIGNAL CONDUIT

(SEE SIGNAL PLANS FOR CONDUIT FOR CONDUIT INFO).

2/C #10 & 1/C #10 GROUND XLP-TYPE USE CABLES IN SIGNAL CONDUIT

240V LUMINAIRES.

SW CORNER OF CICERO AVE & 92ND ST. SYSTEM IS 240/480V-1} WITH

EXISTING VILLAGE OF OAK LAWN LIGHTING CONTROLLER "CD" LOCATED AT

CD3-3 & CD3-6, AND CD4-4 TO CD3-6.

CABLES FROM POLES CD1-3 TO CD1-4, CD1-4 TO CD2-5, 

INSTALL NEW 3-1/C #4 AND 1/C #6 GROUND XLP-TYPE USE 

TO POLE CD3-6.

INSTALL NEW 1�" HDPE DUCT FROM PROPOSED CONDUIT SPLICE

STANDARD HAS BEEN REMOVED.

INSTALL CONDUIT SPLICE AT THIS LOCATION WHERE LIGHT 

OF LIGHTING SYSTEM".

OPERATIONAL DUSK TO DAWN. THIS WILL BE PAID FOR UNDER "MAINTENANCE

DURING CONSTRUCTION THE EXISTING LIGHTING SYSTEM SHALL BE FULLY 


