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ITEM QUANTITY DESCRIPTION

BILL OF MATERIALS

PANEL EQUIPMENT

B W G

600 V 2-1/C #8 & 1/C

#10 GND. IN RGS CONDUIT

FROM SIGNAL CABINET 

POWER DISTRIBUTION BLOCK

ROADWAY LIGHTING DETAILS
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1

HINGED COVER & 3 POINT LATCH, NEMA 4X, GRAY

FIBERGLASS ENCLOSURE, APPROX. 20"W x 24"H x 8"D WITH

TO BE COORDINATED WITH CONTRACTOR

RELAY, 2 POLE, SINGLE THROW, 120 VOLT COIL, CURRENT RATING

H-O-A SWITCH

LONG MOUNTED ON PANEL WITH LUGS AND 4 SPARE LUGS

COPPER NEUTRAL BUS 1/4" (6.35) X 1" (25.4) X 12" (304.8mm)

LONG MOUNTED ON PANEL WITH LUGS AND 4 SPARE LUGS

COPPER GROUND BUS 1/4" (6.35) X 1" (25.4) X 12" (304.8mm)

(TIME SWITCH)

ASTRONOMIC MICROPROCESSOR-BASED 2-CHANNEL CONTROLLER

10K RMS SYMMETRICAL AMP

15 AMP NON-INTERCHANGEABLE TRIP, INTERRUPTING RATING

CONTROL CIRCUIT-CIRCUIT BREAKER, 1 POLE 100 AMP FRAME,

10K AMP

NON-INTERCHANGEABLE TRIP INTERRUPTING RATING NEMA

CIRCUIT BREAKERS, 1 POLE, 100 AMP. FRAME 30 AMP

CIRCUIT 120 VOLT

HELD, 2 POLE, SINGLE THROW, 60 AMP., 600 VOLTS CONTROL

REMOTE CONTROL SWITCH, ELECTRICALLY OPERATED, MECHANICALLY

10K RMS SYMMETRICAL AMP

120 VOLT 100 AMP FRAME, 40 AMP TRIP, INTERRUPTING RATING

CIRCUIT BREAKER, THERMAL MAGNETIC MOLDED CASE, 1 POLE,

COMBINATION LIGHTING CONTROL BOX (J)

ZBA1

ZBA2

ZBB1

ZBB2

NOTES 1 & 2

TO LUMINAIRE

2.

1.

NOTES:

SHALL BE FUSED SEPARATELY.

WHERE 2 LUMINAIRES ARE PRESENT, EACH LUMINAIRE

PROPOSED IDOT COMBINATION LUMINAIRES ARE 120V.

EXISTING VILLAGE OF OAK LAWN LUMINAIRES ARE 240V.

G G
600V 4-1/C #10 & 2/C #10 GROUND

(XLP-TYPE USE) TO 

COMBINATION LIGHT POLES
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