EXISTING PAVEMENT

PAVEMENT REMOVAL

* MATCH EXISTING CROSS SLOPE (MIN OF 1/8"/FT)
«+ RATE OF APPLICATION (112 LB/SQ YD/IN)

STATION
409+32.5 TO 410+00

67.5

15’

" |
1 172" ‘

HOT-MIX ASPHALT SURFACE
REMOVAL-BUTT JOINT

TYPICAL SECTION

STATION

410+ 00 TO 410+50
414+50 TO 415400

L5 | 3'_7:‘ 13' i 13 | 3-7 | 1.5*

I

T

N

EXISTING PAVEMENT WITH OVERLAY
ss 3/4" LEVELING BINDER (MACHINE METHOD), N50
*s 1 1/2" HOT-MIX ASPHALT SURFACE COURSE, MIX “’C'’, N50
*s 2 1/4” HOT-MIX ASPHALT SURFACE COURSE, MIX ““C", N50
HOT-MIX ASPHALT SHOULDERS, 5 374"
AGGREGATE SUBGRADE IMPROVEMENT 12"

TYPICAL BUTT JOINT TAPER

=—3/4" HMA LEVELING BINDER

EXISTING PAVEMENT EXISTING PAVEMENT

STATION
415+ 00 TO 415+67.5

67.5

| s

HOT-MIX ASPHALT SURFACE
REMOVAL-BUTT JOINT
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