
FIELD TILE JUNCTION VAULTS 24 AND 36 DIA.     30.2 TREATMENT OF FIELD TILE SYSTEMS UNDER DITCHES     31.2

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

734 WINNEBAGO 179 104
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PLAN

PRECAST REINFORCED CONCRETE SECTION

CONCRETE MASONRY UNIT

CAST-IN-PLACE CONCRETE

BRICK MASONRY

ALTERNATE MATERIALS FOR WALLS T

SECTION A-A

ALTERNATE METHODS IS USED.

CONCRETE SECTION ALTERNATE 

WHEN THE PRECAST REINFORCED
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SAND CUSHION
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24 AND 36 DIA.
FIELD TILE JUNCTION VAULTS
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ALL DIMENSIONS ARE IN INCHES UNLESS OTHERWISE NOTED.
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PAVED DITCH

SIDE VIEW

** *

SECTION A-A

FABRIC

WIRE

THAN 4"

LESS

A

A

PLAN VIEW

STORM SEWER OR FIELD TILE

DITCH CONFIGURATION

SEE PLANS FOR*
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SYSTEMS UNDER DITCHES
TREATMENT OF FIELD TILE
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IS LESS THAN 10 inches

PIPE AT THE BOTTOM OF THE DITCH

TO BE USED IF COVER OVER THE

58 lbs./100 sq. ft. 
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UNLESS OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES        

MISCELLANEOUS CONCRETE.

PER CUBIC YARD FOR

BE PAID FOR AT THE CONCRETE UNIT PRICE

THE CONCRETE SLAB AND PAVED DITCH WILL

SPECIFICATION.

WITH ARTICLE 611.04 OF THE STANDARD 

THIS WORK SHALL BE DONE IN ACCORDANCE


