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3/4" 1-3/8"

SEALER
SILICONE JOINT

BACKER ROD

3" MIN.

DECK
BRIDGE

ABUTMENT

SILICONE JOINT SEALER DETAIL

SECTION A-A:

JOINT SEALER END TREATMENT

TYPICAL PARAPET CROSS SECTION:

SEALER
SILICONE JOINT

BACKER ROD

1/4" 1-1/4"

LONGITUDINAL JOINT SEAL DETAIL

SECTION B-B:

STEEL NOSINGS
EXISTING EMBEDDED

6" MIN.

JOINT SEAL

PROPOSED

THE JOINT OPENING AT THE TIME OF INSTALLATION.

JOINT WIDTHS SPECIFIED IN PLANS ARE AT 50° F.  THE CONTRACTOR SHALL INSTALL BACKER ROD HAVING A DIAMETER 25% GREATER THAN-

REMOVAL OF EXISTING SILICONE EXPANSION JOINTS SHALL BE INCLUDED IN THE COST OF SILICONE JOINT SEAL.-

NOTES:
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(LOOKING NORTH)

SOUTH CURTAIN WALL ELEVATION

(LOOKING SOUTH)

NORTH CURTAIN WALL ELEVATION

ELEVATION (LOOKING EAST)

PLAN

(DEPTH EQUAL TO OR LESS THAN 5")

PROPOSED STRUCTURAL REPAIR OF CONCRETE

25 SF

8 SF

20 SF

21 SF

20 SF
36 SF 15 SF

12 SF

18 SF

16 SF

54 SF

6 SF

6 SF

CONDUIT (TO REMAIN)

EXISTING ELECTRICAL

TO THE START OF CONSTRUCTION.

EXISTING CONDUIT ON THE FACE OF THE WEST ABUTMENT IS NOT SHOWN AND WILL BE PERMANENTLY REMOVED BY IDOT PRIOR

BID PRICE FOR STRUCTURAL REPAIR OF CONCRETE. 

REQUIRED SHALL BE APPROVED BY THE ENGINEER.  ALL COSTS ASSOCIATED WITH THIS NOTE SHALL BE INCLUDED IN THE

SHALL BE RE-ATTACHED TO THE ABUTMENT TO THE SATISFACTION OF THE ENGINEER.  ANY NEW FASTENERS OR HARDWARE

AND TEMPORARILY SUPPORTED WHILE REPAIRS ARE UNDERTAKEN.  UPON COMPLETION OF THE REPAIRS, THE CONDUIT

EXISTING ELECTRICAL CONDUIT WHICH INTERFERES WITH CONCRETE REPAIRS SHALL BE DETACHED FROM THE ABUTMENT

NOTE:
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(LOOKING SOUTH)

NORTH CURTAIN WALL ELEVATION

(LOOKING NORTH)

SOUTH CURTAIN WALL ELEVATION

ELEVATION (LOOKING WEST)

PLAN

(DEPTH EQUAL TO OR LESS THAN 5")
PROPOSED STRUCTURAL REPAIR OF CONCRETE

8 SF 4 SF 6 SF

8 SF

9 SF 4 SF

23 SF

10 SF
12 SF

2 SF 2 SF

24 SF

4 SF

20 SF 12 SF

40 SF 15 SF

2 SF

28 SF

10 SF

TO THE START OF CONSTRUCTION.

EXISTING CONDUIT ON THE FACE OF THE WEST ABUTMENT IS NOT SHOWN AND WILL BE PERMANENTLY REMOVED BY IDOT PRIOR

BID PRICE FOR STRUCTURAL REPAIR OF CONCRETE. 

REQUIRED SHALL BE APPROVED BY THE ENGINEER.  ALL COSTS ASSOCIATED WITH THIS NOTE SHALL BE INCLUDED IN THE

SHALL BE RE-ATTACHED TO THE ABUTMENT TO THE SATISFACTION OF THE ENGINEER.  ANY NEW FASTENERS OR HARDWARE

AND TEMPORARILY SUPPORTED WHILE REPAIRS ARE UNDERTAKEN.  UPON COMPLETION OF THE REPAIRS, THE CONDUIT

EXISTING ELECTRICAL CONDUIT WHICH INTERFERES WITH CONCRETE REPAIRS SHALL BE DETACHED FROM THE ABUTMENT

NOTE:
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