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FOR SN 098-0075 & 098-0076

STAGING TYPICALS

SECTION COUNTY

ILLINOIS FED. AID PROJECT

88 WHITESIDE 40 5

TOTAL
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NO.RTE.

D2 BRR 2017-2

CONTRACT NO.  64L82

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

O:\BR\Doss\_Whiteside\64L82 Bridge Repairs SN 098-0075 & 098-0076\CADD\D2-sht-cover.dgn

dossddUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = Jan-04-2017 07:14:48 AM

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

FOR SN 098-0075 & 098-0076
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SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

 

          

          

          

1'2' 1'

 TEMPORARY CONCRETE BARRIER

 EXISTING PAVEMENT

1' 2'1'

 TEMPORARY CONCRETE BARRIER

 EXISTING PAVEMENT

1' 2'1'

 TEMPORARY CONCRETE BARRIER

 EXISTING PAVEMENT

1'2' 1'

 TEMPORARY CONCRETE BARRIER

 EXISTING PAVEMENT

12'3.5'

 TEMPORARY PAVEMENT MARKING LINE 4" SOLID TYP.

 TEMPORARY PAVEMENT MARKING LINE 4" SOLID TYP.

 EXISTING ~ PAVEMENT MARKING

3.5'12'

 TEMPORARY PAVEMENT MARKING LINE 4" SOLID TYP.

 TEMPORARY PAVEMENT MARKING LINE 4" SOLID TYP.

 EXISTING ~ PAVEMENT MARKING

EASTBOUND OUTSIDE LANES
WORK ZONE

WESTBOUND OUTSIDE LANES
WORK ZONE

12'

 TEMPORARY PAVEMENT MARKING LINE 4" SOLID TYP.

 TEMPORARY PAVEMENT MARKING LINE 4" SOLID TYP.

 EXISTING ~ PAVEMENT MARKING

12'

 TEMPORARY PAVEMENT MARKING LINE 4" SOLID TYP.

 EXISTING ~ PAVEMENT MARKING

STAGE I THRU LANE STAGE I THRU LANE

LINE 4" SOLID TYP.
TEMPORARY PAVEMENT MARKING

EASTBOUND INSIDE LANES
WORK ZONE

WESTBOUND INSIDE LANES
WORK ZONE

22'

EXISTING ~ PAVEMENT MARKING

EXISTING ~ PAVEMENT MARKING

18'

22'

EXISTING ~ PAVEMENT MARKING

EXISTING ~ PAVEMENT MARKING

18'

STAGE II THRU LANE STAGE II THRU LANE

STAGE I EASTBOUND (SN 098-0075)

~ I-88

STAGE II EASTBOUND (SN 098-0075)

~ I-88

STAGE I WESTBOUND (SN 098-0076)

~ I-88

STAGE II WESTBOUND (SN 098-0076)

~ I-88

3' 19.5' 3'19.5'

19' 19'
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FOR SN 098-0075 & 098-0076

STAGE I PLANS
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be

5

2

1000' TAPERPER STANDARD 701400

12' LT

1888+40 40' CTS

I-88 EB

 35+00

 1890+00

 35+00
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be

5

2

1000' TAPER 500' TANGENT

0'

1898+40

I-88 EB

 30+00

 1895+00

 30+00

I
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be

5
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500' TANGENT 220' SHIFT

80' CTS

CTS

20'

12' RT

1903+40

11.5' LT

1904+33

(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATORS, TEMPORARY

I-88 WB

I-88 EB

 25+00

 1900+00  1905+00

 25+00

I I I I I I I I I I I I I I I
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be

5
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220' SHIFT 50' 25' 375' WORK AREA

375' WORK AREA 25' 50' SHIFT

300'

18.25' RT

1905+60

3' RT

1906+10

0.25' RT

1906+35

0.25' RT

1910+10

END

WORK ZONE

SPEED LIMIT

G20-I103-6036

END

WORK ZONE

SPEED LIMIT

G20-I103-6036

20.25' RT

1910+85

SN 098-0075

SN 098-0076

I-88 WB

I-88 EB

2.25' RT

1906+35
5' RT

1910+35

2.25' RT

1910+10

 20+00

 1905+00  1910+00

I I I I

I
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be

5
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300' SHIFT 500' TANGENT

CTS

20'
80' CTS

(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATORS, TEMPORARY

I-88 WB

I-88 EB

11.5' LT

1912+38

12' RT

1913+85

 
1
0
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0

 
1
1
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 1915+00

 
1
0
0

+
0
0

 0+00

 5+00
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be
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500' TANGENT 1000' TAPER

40' CTS

0'

1918+85

I-88 WB

I-88 EB

 5+00

 1920+00

 5+00
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be

5
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1000' TAPER

PER STANDARD 701402

12' LT

1928+85

I-88 WB

 0+00

 1925+00

 0+00
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be
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PER STANDARD 701400

I-88 WB

 125+00

 130+00

 1930+00  1935+00

 125+00

 130+00
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Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be

5

PER STANDARD 701400 1000' TAPER

40' CTS

12' RT

1888+40

I-88 EB

 35+00

 1890+00

 35+00
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Arrow board

Work area

Sign

steady burn monodirectional light
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Temporary concrete barrier
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SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with
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4

additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be
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 30+00

I



FOR SN 098-0075 & 098-0076

STAGE II PLANS

SECTION COUNTY

ILLINOIS FED. AID PROJECT

88 WHITESIDE 40 16

TOTAL

SHEETS

SHEET

NO.RTE.

D2 BRR 2017-2

CONTRACT NO.  64L82

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

O:\BR\Doss\_Whiteside\64L82 Bridge Repairs SN 098-0075 & 098-0076\CADD\D2-sht-cover.dgn

dossddUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = Jan-04-2017 07:15:52 AM

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

FOR SN 098-0075 & 098-0076

STAGE II PLANS

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

 

          

          

            

 

   

 

 

 

   

 

 

  

 

 

 

  

 

 

 

M
A
T
C

H
L
IN

E
 
S
T
A
 
18

9
9
+

0
0

M
A
T
C

H
L
IN

E
 
S
T
A
 
19

0
5
+

0
0

2

1

I

Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator
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Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with
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additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be
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 1900+00  1905+00

 25+00
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Direction indicator barricade with

Temporary concrete barrier
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SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with
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additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side
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220' SHIFT 50' 25' 375' WORK AREA

375' WORK AREA 25' 50' SHIFT

220'

18.25' LT

1905+60

3' LT

1906+10
0.25' RT

1906+35

0.25' RT

1910+10

END

WORK ZONE

SPEED LIMIT

G20-I103-6036

1' LT

1910+35

4.25' LT

1910+85

SN 098-0075

SN 098-0076

I-88 WB

I-88 EB

2.25' RT

1906+35

2.25' RT

1910+10

CTS

20'

220' SHIFT

18.25' LT

1910+15

EXIT

OPEN

AHEAD

D4-I102(G)-3648
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 1905+00  1910+00

I

I I I I
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additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.
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marking of the direction of travel.
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markers on left shall be amber.

Markers on right shall be shall be crystal and
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lane closures.
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the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be
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SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with
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additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.
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lane closures.
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the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be
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G20-I103-6036
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20'
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 5+00
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additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.
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markers on left shall be amber.
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lane closures.
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the work area.  The edge line shall be

placed throughout the taper and along-side
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Drums with steady burning monodirectional light
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additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.
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markers on left shall be amber.
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Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with
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additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.

Barrier wall offsets are to the construction side

marking of the direction of travel.

Offsets shown are from the centerline pavement

markers on left shall be amber.

Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be
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Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with
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additional details not shown.

Refer to Highway Standard 701402 for

of the barrier wall.
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Markers on right shall be shall be crystal and

Barrier wall/guardrail markers at 25' (7.6 m).

lane closures.

white for right lane closure and yellow for left

the work area.  The edge line shall be

placed throughout the taper and along-side

Reflectorized temporary pavement marking shall be

5

1000' TAPER

40' CTS

I-88 WB

 1945+00



FOR SN 098-0075 & 098-0076

STAGE II PLANS

SECTION COUNTY

ILLINOIS FED. AID PROJECT

88 WHITESIDE 40 24

TOTAL

SHEETS

SHEET

NO.RTE.

D2 BRR 2017-2

CONTRACT NO.  64L82

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

O:\BR\Doss\_Whiteside\64L82 Bridge Repairs SN 098-0075 & 098-0076\CADD\D2-sht-cover.dgn

dossddUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = Jan-04-2017 07:16:36 AM

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

FOR SN 098-0075 & 098-0076

STAGE II PLANS

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

 

          

          

            

 

   

 

 

 

   

 

 

  

 

 

 

  

 

 

 

M
A
T
C

H
L
IN

E
 
S
T
A
 
19

4
7
+

0
0

2

1

I

Arrow board

Work area

Sign

steady burn monodirectional light

Direction indicator barricade with

Temporary concrete barrier

Impact attenuator

SYMBOLS NOTES

Drums with steady burning monodirectional light

steady burn monodirectional light

Type II barricade or drum with

2

3

4

additional details not shown.
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WORK ZONE SIGN DETAILS   SHEET 1 OF 4     34.1

3-02-16

WORK ZONE SIGN DETAILS

A

 C

B

L
M

M

D E F

G H

J K

60.00

HGF J

DIMENSIONS

MLA
SIGN SIZE

B EDC

36.00 2.25 6.4 21.80 16.40 10.00 22.40 13.20 15.50 10.00

K

10.50

48.00

HGF J

DIMENSIONS

A
SIGN SIZE

B EDC

34.20 24.94 10.00

60 x 36

SIGN SIZE

0.625 0.87560 x 36

1 2 3

5C 5C 5C

SERIES BY LINE
MARGIN BORDER

ILLINOIS STANDARD G20-I100

GENERAL NOTES

All dimensions are in inches unless otherwise noted.

and 720 of the Standard Specifications.

Signs shall meet the applicable portions of Sections 701

in effect on the date of invitation for bids.

edition of the "Illinois Standard Highway Signs Book"

All Illinois Standard signs shall conform to the latest

control standards and shall not be paid separately.

included in the cost of the specified traffic

All work to furnish and install these signs shall be

COLOR
BACKGROUND

LEGEND AND BORDER

ORANGE

BLACK

REFLECTORIZED

NON-REFLECTORIZED

Sign not to scale

ILLINOIS STANDARD W8-I107

48 x 48 3.00 25.00 34.80 9.00 1.00

SIGN SIZE

1.250 0.75048 x 48

1 2 3

7C 7C 7C

SERIES BY LINE
MARGIN BORDER

Sign not to scale

A

A

F
G

J

 
H

 B

COLOR
BACKGROUND

LEGEND AND BORDER

ORANGE

BLACK

REFLECTORIZED

NON-REFLECTORIZED

D

C

E
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WORK ZONE SIGN DETAILS   SHEET 2 OF 4     34.1

3-02-16

WORK ZONE SIGN DETAILS

A

A

 B

ILLINOIS STANDARD W12-I102

1

48.00

DIMENSIONS

A
SIGN SIZE

B

48 x 48 3.00

COLOR
BACKGROUND

LEGEND AND BORDER

REFLECTORIZED

NON-REFLECTORIZED

FL ORANGE

BLACK

SIGN SIZE

0.750 1.25048 x 48

1

SERIES BY LINE
MARGIN BORDER

Sign not to scale

12C

A

L
J

M
L

A

J
J

K

D E

C

G

F

H

 B

48.00

HGF J

DIMENSIONS

MLA
SIGN SIZE

B EDC

19.20 32.00 22.00 26.20 12.00 24.00 11.00

K

10.0048 x 48

SIGN SIZE

0.750 1.25048 x 48

1 2 3

6C 8D 6D

SERIES BY LINE
MARGIN BORDER

COLOR

Sign not to scale

3.00 38.40 13.20

4

6D

ILLINOIS STANDARD W12-I103

1

GENERAL NOTES

All dimensions are in inches unless otherwise noted.

and 720 of the Standard Specifications.

Signs shall meet the applicable portions of Sections 701

in effect on the date of invitation for bids.

edition of the "Illinois Standard Highway Signs Book"

All Illinois Standard signs shall conform to the latest

control standards and shall not be paid separately.

included in the cost of the specified traffic

All work to furnish and install these signs shall be

TOP AND BOTTOM OF BACKGROUND WHITE

XX'-XX" WIDTH AND X MILES ARE VARIABLE

used as described in the special provisions.

Illinois Standard signs W12-I102 and W12-I103 shall be
1

BACKGROUND (WIDTH)

BACKGROUND

LEGEND AND BORDER

FL ORANGE

WHITE

BLACK

REFLECTORIZED

REFLECTORIZED

NON-REFLECTORIZED
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WORK ZONE SIGN DETAILS   SHEET 3 OF 4     34.1

3-02-16

WORK ZONE SIGN DETAILS

7 711.7 11.3 43.8 3.5 11.7

4
8

7
6

7
6

7
7
.5

7
.5

54.9 28.97
2.6  2.6

7.6 10.7 25.6 30.5 7.67 7

96

Table of letter and object lefts.

[NO OVERSIZE -] D; [OVERWEIGHT LOADS] D 85% spacing; [XX MILES AHEAD] D;

Permit Loads - Loads Over 13 Feet; 3.0" Radius, 1.3" Border;

N
11.7

O
18.1

O
30.0

V
36.2

E
42.8

R
48.4

S
54.4

I
60.7

Z
63.5

E
69.5

-
80.8

O
2.6

V
8.6

E
15.0

R
20.4

W
26.2

E
33.4

I
38.8

G
41.3

H
47.4

T
53.2

L
64.5

O
69.9

A
75.9

D
82.9

S
88.7

X
7.6

X
13.6

M
25.3

I
32.3

L
35.1

E
40.6

S
46.2

A
57.9

H
65.1

E
71.4

A
76.6

D
83.7

COLOR
BACKGROUND

LEGEND AND BORDER

ORANGE

BLACK

REFLECTORIZED

NON-REFLECTORIZED

Sign not to scale

ROAD CLOSED TO OVERSIZED LOADS

24

2
4

SIGN SIZE

24 x 24

1 2 3

4C 4C 4C

SERIES BY LINE

COLOR
BACKGROUND

LEGEND AND BORDER

WHITE

BLACK

REFLECTORIZED

NON-REFLECTORIZED

Sign not to scale

GENERAL NOTES

All dimensions are in inches unless otherwise noted.

and 720 of the Standard Specifications.

Signs shall meet the applicable portions of Sections 701

in effect on the date of invitation for bids.

edition of the "Illinois Standard Highway Signs Book"

All Illinois Standard signs shall conform to the latest

control standards and shall not be paid separately.

included in the cost of the specified traffic

All work to furnish and install these signs shall be

STOP LINE SIGN FOR TEMPORARY SIGNALS
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WORK ZONE SIGN DETAILS   SHEET 4 OF 4     34.1

WORK ZONE SIGN DETAILS

3-02-16

3.36 0.62 4.18 0.94 3.36 0.94 3.04 0.94 0.78 1.17 3.52 1.17 3.36 22.31

8.23 3.51 1.17 3.36 1.18 3.04

5.00 3.05 0.31 4.18 0.94 3.36 1.17 3.05

5.00 3.36 0.93 3.52 0.94 4.18 0.93 3.36 8.23

7.43 3.04 0.94 3.52 1.17 3.04 0.94 3.05 0.94 3.51 0.94 4.37

5.00 3.05 0.94 3.36 0.94 4.18 0.93 3.05 0.94 3.04 0.94 0.78 1.18 3.35 7.43

27.60 3.05 0.94 3.04 0.94 3.52 0.93 4.38 27.60

22.31 27.38 22.31

12.26 16.06 17.228.23 5 5 8.23

7.43 7.4325.46 5 26.68

27.6 16.8 27.6
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T R A F F I C

C A U T I O N

O N E

L A N E

R O A D

F O L L O W

F L O W

22.31

Table Of Widths And Spaces

[FOLLOW TRAFFIC] D; [FLOW] D

[CAUTION] D; [ONE LANE ROAD] D;

2.25" Radius, 0.88" Border, 0.50" IndenT;

COLOR
BACKGROUND

LEGEND AND BORDER

ORANGE

BLACK

REFLECTORIZED

NON-REFLECTORIZED

Sign not to scale

2

WITH TEMPORARY SIGNALS

ENTRANCE SIGN FOR USE

GENERAL NOTES

All dimensions are in inches unless otherwise noted.

and 720 of the Standard Specifications.

Signs shall meet the applicable portions of Sections 701

in effect on the date of invitation for bids.

edition of the "Illinois Standard Highway Signs Book"

All Illinois Standard signs shall conform to the latest

control standards and shall not be paid separately.

included in the cost of the specified traffic

All work to furnish and install these signs shall be

20.7 23.3 20.8

7.5 24.913.2 13.26

2120.9 22.9

6
1
7
.4

6
6

6
6

1
7
.4

6
4
.8

64.8

"STAY" E Mod; "IN YOUR" E Mod; "LANE" E Mod;

48.0" across sides 3.8" Radius, 1.0" Border, 0.6" Indent;

S T A Y

L A N E

I N Y O U R

20.7 26.8 31.6 38.0

13.2 15.9 26.7 33.9 40.5 46.8

20.9 25.8 33.1 39.4

Table of Letter and Object Lefts

Sign not to scale

COLOR
BACKGROUND

LEGEND AND BORDER

ORANGE

BLACK

REFLECTORIZED

NON-REFLECTORIZED

STAY IN YOUR LANE

the temporary signals as shown in the staging plans.

This sign shall be installed at entrances located between
2
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45°

 45°

~ ~ 

5 Diagonals

Minimum

 45°

 45°
All Stop Bars

*

Edge of Pavement

Distance to the nearest edge of

the intersecting roadway in the

absence of a marked crosswalk.

*

MEDIAN PAVEMENT MARKING

TYPICAL ISLAND

OFFSET SHOULDER WIDTH

STANDARD CROSSWALK MARKING

See Schedules for Locations

TYPICAL PAVEMENT MARKINGS

TYPICAL PAVEMENT MARKING FOR FLUSH MEDIAN

AT LEFT TURN LANE

8
8

8
4 YELLOW 

 4 YELLOW  12 YELLOW

8

4 YELLOW 

20'

for 30-40 MPH

30'

45 MPH & over
 4 YELLOW

 12 YELLOW

24

16

20'

30'

45 MPH & over

for 30-40 MPH

4

8

4 YELLOW 

 4 YELLOW

10'
30'

250'

8
4

16'

1
4
'

8' High White 

** ALL DIMENSIONS ARE IN INCHES UNLESS OTHERWISE NOTED.

24 WHITE 

8 WHITE 

8 WHITE

24 WHITE

12 WHITE

6 WHITE

6' Minimum

4'

4' Min.

30' Max.

24 WHITE

3-05-12

*

*

*

*

*

NOTE:

 45° TO LOCAL TAN.

 LANE LINE

 8 WHITE

24 WHITE STOP BAR 

8 WHITE 

 8 WHITE

 12 WHITE
TYPICAL

8'-0"

TYPICAL

8'-0" 

T
H

R
O

U
G

H
 

T
R

A
F
F
I
C

 45° ANGLE

THROUGH TRAFFIC

TYPICAL MARKING FOR

PAINTED ISLANDS

6-27-14
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TYPICAL PAVEMENT MARKING FOR FLUSH MEDIAN
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E
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N
)

(B
A

S
E

D
 

U
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S
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E
E

D
 

A
N

D

A
R

R
O

W
 

S
P

A
C
I
N

G
 

V
A

R
I
A

B
L

E

ARROW LAYOUT

TURN TANGENT BAY

ARROWS PER LEFT

MINIMUM OF THREE

RECOMMENDED SPACING BETWEEN DIAGONALS (IN FEET)

Range

Speed Limit

Median Area

Continuous

Channelization

Intersection

(Islands)

Objects

NOTE:

is measured parallel to the pavement center line.

next lowest speed range should be used. The recommended spacing

five diagonal lines in the area being marked, the spacing from the

if the spacing recommended in the Table does not permit at least

See Typical Drawing above

ADDITIONAL PAIRS EVERY 200'-300'.

MINIMUM OF TWO PAIRS OF ARROWS.

Drawing above

See Typical

Drawing at right

See Typical

SPACING

RECOMMENDED

SEE TABLE FOR

AMBER MARKER

ONE-WAY

CRYSTAL MARKER

ONE-WAY

AMBER MARKER

TWO-WAY

SKIP DASH SPACING

TYPICAL PAVEMENT MARKINGS

A
R

R
O

W

W
H
I
T

E

8
'

A
R

R
O

W

W
H
I
T

E

8
'

4 YELLOW 4 YELLOW 

8

8 WHITE 

UNLESS OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES

O.C.

40'

O.C.

40'

3 OFFSET

O.C.

20'   

O.C.

20'   

20'

12 WHITE

8 WHITE 8 WHITE

8 WHITE

STOP LINE

WHITE

24

O
.C
.

4
0
'

4'

6' MINIMUM

CROSSWALK LINES

6 WHITE

O.C.

20'

O
.C
.

4
0
'

O
.C
.

2
0
'

3 OFFSET

O.C.

20'

O.C.

40'

10'

30'

10'

4 YELLOW

4 WHITE

O.C.

40'

8

4 YELLOW

12 YELLOW

8

4 YELLOW

4 YELLOW

8' GAP for speeds greater than 55mph

6' GAP for speeds 45mph - 55mph

4' GAP for speeds less than 45mph

2'
4'-8'

8 WHITE

50'

75'

75'

less than 30MPH

30-40MPH

45MPH & over

15'

20'

30'

10'

15'

20'

APPROACH SIDE ONLY

6 at 40' O.C.

APPROACH SIDE ONLY

6 at 40' O.C.

3-05-12

6-27-14
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 Face of Curb

No Parking Zone

 Face of Curb

No Parking Zone

 Face of Curb

No Parking Zone

Approach to Signal

TYPICAL PARKING SPACING

TYPICAL PAVEMENT MARKING FOR TWO LANE SECTION - NO PASSING ZONES

YELLOW

WHITE

WHITE

EDGE OF PAVEMENT

SYMBOLS

*

**

TYPICAL PAVEMENT MARKINGS

MULTI-LANE /  DIVIDED

*

*
USE DOUBLE MARKERS WHEN ADT > 20,000.

SEE HIGHWAY STANDARD 781001 FOR SPACING DETAILS.

DETAIL NOT HIGHWAY STANDARD 781001)
(FOR MULTI-LANE UNDIVIDED HIGHWAYS USE THIS

4 WHITE

20' Min.

8'

20' Min.

20'

22'-25'

12

20' Min.

4 WHITE

8'

30' Min.

20'

22'-25'

12 12

12

12

20' Min.

20' Min.

4 WHITE

8'

8'

20' Min.

4" WHITE

4" YELLOW

4" WHITE

4 YELLOW

8

4 YELLOW

10' 30'

O.C.
80'

4 WHITE

3 OFFSETO.C.
40'

10' 10'

  10 MPH LOWER THAN POSTED SPEEDS.

* REDUCE TO 40' O.C. ON CURVES WHERE ADVISORY SPEEDS ARE

2
4

10' 30'
4

8 2
4

***

** USE DOUBLE MARKERS WHEN ADT > 20,000

MULTI-LANE /  UNDIVIDED & ONE WAY

11-28-12

8-27-13

OVER USE 6" LINE.
LESS THAN 40 MPH USE 4" LINE. SPEED LIMIT 40 MPH AND
*** CENTERLINE SKIP DASH PAVEMENT MARKING SPEED LIMIT

***4" OR 6" WHITE       

6-27-14
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EOP

EOP

EOP

EOP

EOP

EXIT   RAMP

ENTRANCE  RAMP

CLOVERLEAF

EOP

EOP

EOP

EOP
200' (TYP.)

(TAPER LENGTH AS DIRECTED BY THE ENGINEER)

45°

NOTE:

HIGH VOLUME OFF RAMPS

OPTIONAL METHOD FOR

PAINTING DETAILS

EOP

30'

1
2
'

10'

4 YELLOW

8' SHOULDER

4 WHITE

8 WHITE
12 WHITE

30' CENTERS
4 WHITE

10' SHOULDER

4' SHOULDER

4 YELLOW

4 YELLOW

10' 30'

10' 30'

4 WHITE

8' SHOULDER

8 WHITE

4
'

4 YELLOW

10' SHOULDER

4 WHITE

10-18-11

4 YELLOW

50'

10' SHOULDER

50'

8 WHITE

4 WHITE

4 YELLOW

10' 30'

4 YELLOW

10' SHOULDER

4 WHITE 6'

8 WHITE

UNLESS OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES

4 YELLOW

10' SHOULDER

8 WHITE
4 WHITE

8-27-13

WHEN THE POSTED SPEED LIMIT IS 40 MPH AND OVER.
4" WHEN THE POSTED SPEED LIMIT IS UNDER 40 MPH AND 6"
CENTERLINE SKIP DASH PAVEMENT MARKING WIDTH SHALL BE

4 OR 6 WHITE

4 OR 6 WHITE

4 OR 6 WHITE

WHEN SCHEDULED IN THE PLANS

GORE HATCHING PLACED ONLY













dossdd
Typewritten Text
FOR INFORMATION ONLY

dossdd
Typewritten Text

dossdd
Typewritten Text

dossdd
Typewritten Text

dossdd
Typewritten Text

dossdd
Typewritten Text



dossdd
Typewritten Text

dossdd
Typewritten Text
FOR INFORMATION ONLY

dossdd
Typewritten Text

dossdd
Typewritten Text

dossdd
Typewritten Text



dossdd
Typewritten Text
FOR INFORMATION ONLY

dossdd
Typewritten Text

dossdd
Typewritten Text


	11x17-030317-64L82-097-040-001
	11x17-030317-64L82-097-040-002
	11x17-030317-64L82-097-040-003
	11x17-030317-64L82-097-040-004
	11x17-030317-64L82-097-040-005
	11x17-030317-64L82-097-040-006
	11x17-030317-64L82-097-040-007
	11x17-030317-64L82-097-040-008
	11x17-030317-64L82-097-040-009
	11x17-030317-64L82-097-040-010
	11x17-030317-64L82-097-040-011
	11x17-030317-64L82-097-040-012
	11x17-030317-64L82-097-040-013
	11x17-030317-64L82-097-040-014
	11x17-030317-64L82-097-040-015
	11x17-030317-64L82-097-040-016
	11x17-030317-64L82-097-040-017
	11x17-030317-64L82-097-040-018
	11x17-030317-64L82-097-040-019
	11x17-030317-64L82-097-040-020
	11x17-030317-64L82-097-040-021
	11x17-030317-64L82-097-040-022
	11x17-030317-64L82-097-040-023
	11x17-030317-64L82-097-040-024
	11x17-030317-64L82-097-040-025
	11x17-030317-64L82-097-040-026
	11x17-030317-64L82-097-040-027
	11x17-030317-64L82-097-040-028
	11x17-030317-64L82-097-040-029
	11x17-030317-64L82-097-040-030
	11x17-030317-64L82-097-040-031
	11x17-030317-64L82-097-040-032
	11x17-030317-64L82-097-040-033
	11x17-030317-64L82-097-040-034
	11x17-030317-64L82-097-040-035
	11x17-030317-64L82-097-040-036
	11x17-030317-64L82-097-040-037
	11x17-030317-64L82-097-040-038
	11x17-030317-64L82-097-040-039
	11x17-030317-64L82-097-040-040



