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 CHAMPAIGN EXISTING TYPICAL SECTION

6’-0"4’-0"

BITUMINOUS SHOULDER, 8"

16’-0"

ONSITE CAR LOT DRIVES

PROPOSED TYPICAL SECTION
ONSITE CAR LOT DRIVES

20’-0" FACE TO FACE

SLOPE  1/2 "/FT.
SLOPE  1/2 "/FT.

SLOPE 0.01 FT./FT.

SLOPE 0.01 FT./FT.

VAR.
VAR.

GRANULAR SUB-BASE, 4"

P.C. CONCRETE PAVEMENT, 8"

VAR.
VAR.

6:1
6:1

EMBANKMENT

TIE BAR

PAVED SHOULDER REMOVAL

COMBINATION CONCRETE CURB

AND GUTTER, B-6.24

6"

2.

STATION TO STATION

(NORTHBOUND) 195+00.00 200+00.00

(SOUTHBOUND) 134+00.00 136+73.93

(NORTHBOUND) 203+00.49 205+40.35

(SOUTHBOUND) 139+53.41 143+50.53

STATION TO STATION

(NORTHBOUND) 195+00.00 200+00.00

(SOUTHBOUND) 134+00.00 136+73.93

(NORTHBOUND) 203+00.49 205+40.35

(SOUTHBOUND) 139+53.41 143+50.53

SUB-BASE GRANULAR MATERIAL,

TYPE A, 4"


