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COMBINATION CONCRETE

CURB & GUTTER, TYPE B-9.12

COMBINATION CONCRETE

CURB & GUTTER, TYPE B-6.24

LIMITS OF GRADING & SHAPING DITCHESRT. 195+00 MAINLINE STATIONING

196+06.33

LT. 1
6.0’

STORM SEWERS, CLASS A

TYPE 1, 12"

EXIST. A-8

EXISTING CURB & GUTTER, B-9.12
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INLET, TYPE A, T3 F&G

RT. 1.8’ STA. 195+33.89
1

Sec 21,  T 17 N  R 8 E  3rd PM
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PRECAST REINFORCED CONCRETE

FLARED END SECTION, 12 " - 1 EACH

PAVED SHOULDER REMOVAL

PORTLAND CEMENT CONCRETE

SHOULDERS, 10"
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PAVEMENT REMOVAL

PORTLAND CEMENT CONCRETE

PAVEMENT, 10" (JOINTED)

PAVEMENT REMOVAL

PAVED SHOULDER REMOVAL
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16’

NB ENTRANCE RAMP

CARE SHALL BE TAKEN NOT TO

DAMAGE CURB & GUTTER TO BE

LEFT IN PLACE.
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MAINLINE FAI-57

FLARE COMB. CONC. C&G TO MEET

PCC SHLD. 10", PER STANDARD 606006-02

THIS WORK SHALL BE INCIDENTAL TO 

VARIOUS CURB & GUTTER PAY ITEMS
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