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IL 32 SIGN

2.)  ALL TRAFFIC CONTROL DEVICES SHALL BE FURNISHED, ERECTED AND MAINTAINED BY

    THE CONTRACTOR.

3.)  SQUARE "MAX WIDTH" SIGNS SHALL HAVE FLAGS INSTALLED UNLESS OTHERWISE DIRECTED.

4.)  LOCATIONS OF TRAFFIC CONTROL DEVICES MAY BE ADJUSTED BY THE ENGINEER.

5.)  ALL TRAFFIC CONTROL SHOWN ON THIS SHEET SHALL BE PAID FOR AT THE CONTRACT

    LUMP SUM PRICE FOR WIDTH RESTRICTION SIGNING.

6.)  THE ILLINOIS DEPARTMENT OF TRANSPORTATION WILL SUPPLY ALL "ROUTE MARKER"

    SIGNS, IF APPLICABLE.  THE CONTRACTOR SHALL NOTIFY THE DISTRICT BUREAU OF 

    OPERATIONS A MINIMUM OF 10 WORKING DAYS PRIOR TO PLACEMENT OF WIDTH

    RESTRICTION SIGNING TO ENSURE AVAILABILITY OF FABRICATION OF THE "ROUTE

    MARKER" SIGNS.

7.)  ALL SIGNS SHALL BE POST MOUNTED UNLESS OTHERWISE DIRECTED.

8.)  ALL SIGNS SHOWN ORANGE SHALL BE FLUORESCENT ORANGE.

9.)  SIGNS SHALL BE INSTALLED AT THE FOLLOWING MINIMUM HEIGHTS:

    RURAL 5’-0" (1.52 m) (MIN.)

    URBAN 5’-0" (1.52 m) (MIN.)  

24" X 18’ (0)

GENERAL NOTES:

1.)  SEE PAGE 33 FOR ADDITIONAL DETAILS.

24" X 18’ (0)


