
 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

 

 

*DOUGLAS AND CHAMPAIGN COUNTIES

POLYMER HMA BINDER COURSE
IL-19.0, N105 (504 LBS/SQ YD)

POLYMER HMA SURFACE COURSE,
MIX "D", N105 (168 LBS/SQ YD)

AGG SHOULDERS
(WEDGE)

SECTION COUNTY

ILLINOIS FED. AID PROJECT

 57      *     115 15

TOTAL

SHEETS

SHEET

NO.RTE.

(21-28,21-10-29,10-30)RS-1

CONTRACT NO. 70251

SHEET NO. 6 OF 10 SHEETS STA.            TO STA.            SCALE:          

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

FILE NAME

c:\pw_work\PWIDOT\SHERERJM\d0134546\D570251-sht-typical.dgn

shererjmUSER NAME =

PLOT SCALE = 100.0000 ’ / IN.

PLOT DATE = 11/28/2009

=

DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

   

   

   

        

F.A.I.

         TYPICAL CROSS SECTIONS        

              

              

              

              

EXISTING TYPICAL SECTION

F.A.I. 57

~

8’-0" 12’-0" 12’-0" 12’-0"

~ F.A.I. 57

SLOPE:  3/16 "/FT. SLOPE:  3/16 "/FT.

STRIPE STRIPESTRIPE

STABILIZED SHOULDERS, 7"

TIE BAR

BITUMINOUS RESUFACING, 4"

4’-0" 10’-0"

1:4 & VAR.

AGGREGATE SHOULDERS

SUB-BASE GRANULAR MATERIAL, TYPE A, 6"

JOINTED P.C.C. PAVEMENT, 10"

AGGREGATE SHOULDERS

STATION        TO    STATION

312+00.00            323+95.00 (N.B.)

24’-0" & VARIES

SLOPE:  1/2 "/FT.

SLOPE:

 1/2 "/FT.

1:4 & VAR.

PIPE UNDERDRAINS, 4"

BITUMINOUS SHOULDERS, 7"+

DETAIL "A"

RESURFACING

SUB-BASE

P.C.C. PAVEMENT, CRACKED AND SEATED

STATION        TO    STATION

312+00.00            323+95.00 (N.B.)

PROPOSED TYPICAL SECTION

F.A.I. 57

6

3 7

DETAIL "A" TEST SECTION 170607

~

8’-0" 12’-0" 12’-0" 12’-0"

~ F.A.I. 57

4’-0" 10’-0"

24’-0" & VARIES

MATCH EXIST. SLOPE

STRIPESTRIPE

MATCH EXIST. SLOPE

STRIPE

HMA SHOULDERS

(AVG. 658 LBS/SQ YD)

HMA SHOULDERS

(672 LBS/SQ YD)

MATCH EXST.
4.4%

5 3/4 "

*

*

BINDER SHALL BE PLACED IN MULTIPLE LIFTS.

2 1/4 " LIFT THICKNESS.

** MTD TO BE USED ON SURFACE COURSE ONLY.

**


