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WORK AREA

TEMPORARY CONCRETE BARRIER

IMPACT ATTENUATOR

STATION TO STATION

FOUR (4) VERTICAL PANELS SHALL BE PLACED ALONG BARRIER WALL TAPER AT 25 FT. 

CENTERS, BEGINNING AT THE PINCH POINT.  PANELS WILL NOT BE PAID FOR 

SEPARATELY BUT SHALL BE CONSIDERED INCIDENTAL TO THE VARIOUS TRAFFIC 

CONTROL PAY ITEMS.

TRAFFIC CONTROL DETAILS NOT SHOWN SHALL CONFORM TO STANDARD 701402.  

TEMPORARY CONCRETE BARRIER SHALL CONFORM TO STANDARD 704001.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER 3 WEEKS PRIOR TO SETTING THE 

TEMPORARY CONCRETE BARRIER.  THE ENGINEER SHALL THEN CONTACT THE DISTRICT 

CONTRACT SUPPORT TECHNICIAN TO INITIATE A ROAD INFORMATION MAILBOX 

NOTIFICATION WITH RESPECT TO THE MINIMUM WIDTH OF 21’-10".  NO WIDTH 

RESTRICTION SIGNING IS REQUIRED.
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