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NOTE:

Bk. South Abut. ~ Pier 1

1

(SOUTH SPAN)

1

4 4 55

4 Parapet Joint Spaces at 15’-8" = 62’-8"

Construction Joints in curb to top

of slab with  1/8 " aluminum sheets

11’-0 1/2 " 2’-8 3/4 "

Existing longitudinal

bars to be cleaned

and incorporated

into new concrete.

BARS INDICATES THUS 1X3 - ETC.

INDICATES 1 LINE OF BARS WITH

3 LENGTHS PER LINE.

MINIMUM BAR LAPS = 2’-2" IN.

ELEVATION OF PARAPET

PLAN VIEW OF PARAPET

1
’-

3
"

 1/2 ’’

 1/2 ’’

 1/2 ’’

 1
/2

 ’
’ 

 

 1
/4

 ’
’ 

 

 1
/4

 ’
’ 

 

 5/8 " } Backer Rod

PARAPET JOINT DETAILS

Const. Jt.

(Optional)

Const. Jt.

(Mandatory)

Two component non-staining gray

sealing compound with polysulfide

liquid polymer gun-grade with primer.
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’
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 1/2 ’’ Preformed Self-Expanding Cork Joint 

Filler according to Article 1051.07 of 

the Std. Spec. Cost included with 

Concrete Superstructure.

PARAPET DETAILS
S.N. 021-2011

5

1

1

1 1/2 ’’ cl.

min., typ.

4

NEAR MIDSPAN NEAR PIER

Bonded

Joint

2 - #5 e(E) bars E.F. 2 - #5 e (E) bars E.F.

3 - #5 b (E) bars

 top of curb

#5 b (E) bars E.F.

bottom of curb

3x3 - #5 b (E) bars

   top of curb

1x3 - #5 b (E) bars E.F.

    bottom of curb

76 - #6 d(E) bars @ 12" cts. (Front face of parapet)

76 - #4 d (E) bars @ 12" cts. (Back face of parapet)

61 - #4 c(E) bars @ | 15" cts.

#4 d (E)

#6 d(E)

#4 c(E)

#5 b (E)

#4 c(E)

#6 d(E)

#4 d (E)1

#5 e (E)

#5 b (E)

Front face of parapet

 1/8 ’’ Fabric Bearing Pad

6’’ | 3/16 ’’ 

1 1/2 ’’ 5 1/2 ’’ 1 1/2 ’’ 

8 1/2 ’’ 

1’’ 

2’’ 

2’’ 

4’’ 

8’’ 

2’’ 

 3/16 

 3/16 

1 1/2 ’’

 5/8 ’’ } (nominal i.d.)

XXS pipe.  Tap for

 1/2 ’’ } x 1 3/4 ’’ hex hd.

cap screws.  1/2 ’’ x 1 1/2 ’’ x 7’’ bar

 3/8 ’’ x 1 1/4 ’’ x 7’’ bar
 1/2 ’’ x 1 1/2 ’’ x 5 1/4 ’’ bar

10 1/2 " Rail post spacing: 8’-9"

~ Rail

2

 7/8 "

1 5/8 "

 7
/8

 "

1 
5/

8 
"

 7/8 "

1 5/8 "

1 1/2 ’’ cl.

min., typ.

#4 d (E) bars @ 6" either side

of ~ handrail posts, typical

1’-0"2

2 - #4 d (E) at rail post locations

#5 e(E) 

bars E.F.

For details of deck

reinforcement, See

Sheet 3 of 18.

Const. Jts. at Piers  1/8 ’’ Aluminum sheet

ASTM B 209 alloy 3003-H14 coated to

minimize reaction with wet concrete.  Cost

included with Concrete Superstructure
Base of post shall be sealed with 

two component non-staining gray 

sealing compound with polysulfide 

liquid polymers-gun grade with 

primer.

 7/8 ’’ } (nominal i.d.) XXS pipe. Tap 

for  3/4 ’’ } x 2’’ hex hd. cap screws.

Existing handrail and posts to be removed and re-erected.  

The Contractor shall supply new rail post anchors as 

detailed here.  Cost included with Remove and Re-Erect 

Existing Handrail.  See Special Provisions.
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VIEW B-B

See

Note

A

See

Note

A

Note: A


