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~ MEDIAN FAI 74

SLOPE = 3/16" / FT.SLOPE = 3/16" / FT.

5/8" RE-BAR 30" LONG

C 2’-6" + CTR

~ EASTBOUND OR WESTBOUND LANE

~ EASTBOUND OR WESTBOUND LANE

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO. 5

74   CHAMPAIGN 63 6
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MATCH EXISTING SLOPE

MATCH EXISTING SLOPE

STRIPE (YELLOW)

SKIP DASH (WHITE)

STATION 590+47.0 TO STATION 594+67.0

STRIPE (WHITE)

I-74 PROPOSED TYPICAL SECTION

I-74 EXISTING TYPICAL SECTION
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MATCH EXISTING SLOPE

MINIMUM SLOPE SHALL BE 3/16" / FT.
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STATION 590+47.00 TO STATION 594+67.00

EXISTING BITUMINOUS CONCRETE SURFACE COURSE MIX E, 1 3/4"

EXISTING BITUMINOUS SHOULDERS

EXISTING BITUMINOUS BINDER COURSE - VARIES 1" TO 4 3/4"

EXISTING PAVEMENT FABRIC

EXISTING AGGREGATE SHOULDER, TYPE B

EXISTING AGGREGATE SHOULDER - 7"

EXISTING PIPE UNDERDRAIN 4"

EXISTING BITUMINOUS PLUG

EXISTING STANDARD REINFORCED P.C.C. PAVEMENT - 10"

EXISTING SUB-BASE GRANULAR MATERIAL - 6"

PROPOSED HMA SHOULDERS (USE HMA SURFACE COURSE, MIX "C", N50 - 196 LB/SQ YD, FOR SHOULDER TOP LIFT)

PROPOSED HMA SHOULDERS (USE HMA BINDER COURSE, IL-19.0, N50, 532 LB/SQ YD (2-1/4" MIN. DEPTH), FOR SHOULDER BOTTOM LIFT)

PROPOSED HMA SURFACE REMOVAL, VARIABLE DEPTH

PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX "E", N105 - 196 LB/SQ YD

PROPOSED POLYMERIZED HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N105 - 532 LB/SQ YD (2-1/4" MIN. DEPTH)

PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B


