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BRIDGE APPROACH SLAB DETAILS

STRUCTURE NO. 010-0285
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~ Joint

** 12-#6 a  (E) bars

    at 15’’ cts. Top of slab

12
1-#4 b  (E) bar in curb.

Typ. each end.

~ Joint

46-#5 a  (E) bars at 8’’ cts. (Bottom of slab)11
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See Hwy. Std. 420401

for pavement connector
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~ Joint Sta. 48+79.50 (N. Appr.)

~ Joint Sta. 51+59.50 (S. Appr.)
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Sta. 49+09.50 (Bk. of N. Abut.)

Sta. 51+29.50 (Bk. of S. Abut.)
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South Approach

North Approach

17-#5 d  (E) bars at 11’’ cts. typ.

Bend 3-#5 d  (E) bars

to fit taper. typ.

1-#4 b  (E) bar

bottom of slab.

Typ. each end.

1-#8 e  (E) bar, front face

7-#4 e  (E) bars

See Section C-C

10

1-#4 e  (E) bar, back face10

17-#5 d  (E) bars at 11’’ cts.

Cut 3-#5 d  (E) bars

to fit taper, typ.

10

10

Bend 1-#4 e  (E) bar

to fit taper, typ.

10

Notes:

   See sheet 11 of 20 for Sections B-B & C-C .

   a  (E), a  (E), and w  (E) bar spacings measured parallel to ~ Rdwy.10 10

 * Tilt #9 b  (E) bars as required to maintain clearance.

** Alternate with a  (E) bars, typ. ea. parapet.10
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1020-#5 w  (E) bars at 6’’ cts.

Top and bottom of Approach

Footing. See Sec. B-B

25-#4 a  (E) bars at 15’’ cts. (Top of slab)10

Bk of Abut.

Parapet Joint
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 5/8 " } Backer Rod

PARAPET JOINT DETAILS

Const. Jt.

(Optional)

Const. Jt.

(Mandatory)
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 1/2 ’’ Preformed Self-Expanding Cork Joint Filler

according to Article 1051.07 of the Std. Spec.

Cost included with Concrete Superstructure.
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1 5/8 ’’

 7/8 ’’

1 5/8 ’’

 7/8 ’’

Non-staining gray one component non-sag elastomeric

gun grade polyurethane sealant meeting the requirements

of ASTM C-920, Type S, Grade NS, Class 25.  Use T

with a  5/8 ’’ backer rod.

 1/8 ’’ Aluminum sheetASTM B 209 alloy 

3003-H14 coated tominimize reaction with

 wet concrete.  Cost included with Concrete

 Superstructure

Aluminum Sheeted Joint

in Base of Parapet
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