
EXISTING STANDARD REINFORCED

P.P.C. PAVEMENT 

STATION 590+47.0 TO STATION 594+67.0 (EB & WB)

33

DETAIL OF RESURFACING BENEATH OVERHEAD STRUCTURE - I-74

6-1/2" DEEP

SAW CUT

PROPOSED POLYMERIZED HMA

SURFACE COURSE, MIX  ’E", N105 - 1-3/4"

196 LB/SQ YD

HMA SURFACE

REMOVAL VARIABLE-DEPTH

PROPOSED POLYMERIZED HMA BINDER COURSE, IL-19.0, N105, 532 LB/SQ YD

PLACE IN TWO LIFTS AS DIRECTED BY THE ENGINEER 

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO. 6

74   CHAMPAIGN 63

TOTAL

SHEETS

SHEET

NO.
F.A.I

RTE.

(10-6HB-5)BR

CONTRACT NO. 90875

SHEET NO. 1  OF 1 SHEETS STA.            TO STA.            SCALE: 

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
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EXISTING BITUMINOUS 

CONCRETE BINDER COURSE 

(VARIES FROM 1" TO 4 3/4")

1-3/4"EXISTING HMA SURFACE - 1-3/4"

EXISTING BITUMINOUS CONCRETE

BUTT JOINT DETAIL

1 1/2 "

1  1/2 " DEEP 

SAW CUT (TYP.)

NOTE:  

SAW CUT IS INCLUDED IN COST OF HMA SURFACE REMOVAL - BUTT JOINT.

STA. 40+97.00 TO STA. 41+22.00

STA. 59+66.00 TO STA. 59+91.00

RAMP GRADE ACCORDING TO PROPOSED PROFILE

HMA SURF. REMOVAL - BUTT JOINT

ADJUST THE PROPOSED PROFILE FOR

THE BUTT JOINT TO PROVIDE A SMOOTH

JOINT TRANSITION TO MATCH EXISTING

EXIST. AGGREGATE

BASE COURSE - 8"

EXISTING 

BIT. SURF. - +3"
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PAVEMENT REMOVAL

LIME STABILIZED

SOIL MIXTURE - 12"

3"

COUNTY HIGHWAY 24
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SURFACE COURSE (1-3/4")

HOT-MIX ASPHALT SURFACE COURSE MIX "C", N50 

224 LB/SQ YD 

HOT-MIX ASPHALT BINDER COURSE IL 19.0, N50

784 LB/SQ YD 

PAVEMENT BREAKING

NOTE: 

SAW CUT IS INCLUDED IN THE COST OF

HMA SURFACE REMOVAL,VARIABLE-DEPTH.


