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EXIT 197
CLOSE WB LANES

INTERSTATE DETOUR USING

ENTRANCE AND EXIT RAMPS

DETAIL NO. X7011005

THIS ENTRANCE RAMP WILL BE

CLOSED USING STD. 701451

THIS ENTRANCE RAMP WILL BE

CLOSED USING STD. 701451

5 5

GENERAL NOTES:

 

CH 24 WILL BE CLOSED DURING REMOVAL AND CONSTRUCTION OF THE NEW BRIDGE 

OVER I-74.

 

I-74 WILL REMAIN OPEN WITH AT LEAST ONE LANE EACH WAY DURING CONSTRUCTION, 

EXCEPT FOR THE REMOVAL AND SETTING OF BRIDGE BEAMS.

 

I-74 TRAFFIC WILL BE DETOURED TO US 150 DURING BEAM REMOVAL AND THE SETTING

OF BRIDGE BEAMS. THE REMOVAL & SETTING OF BRIDGE BEAMS WILL BE DONE AT NIGHT 

AS DISCUSSED IN THE SPECIAL PROVISIONS FOR TRAFFIC CONTROL AND PROTECTION FOR TEMPORARY DETOUR.

 

CHANGEABLE MESSAGE SIGNS SHALL BE PLACED AT POINTS LOCATED FIVE MILES OR AS 

APPROVED BY THE ENGINEER AHEAD OF PROPOSED ROAD CLOSURE AREA ALONG I-74, AND

UNIVERSITY AVE.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

74 CHAMPAIGN 63 35
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 MAINTENANCE OF TRAFFIC

TRAFFIC CONTROL & PROTECTION FOR TEMPORARY DETOUR
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