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MISCELLANEOUS DETAILS - ENERGY DISSIPATING BASIN 
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NOTE A

RIPRAP NOT SHOWN

THIS WORK INVOLVES THE EXCAVATION OF EARTH AS SHOWN IN THE DETAIL

TO THE LENGTH, WIDTH, AND DEPTH DETERMINED BY THE ENGINEER. THE EARTH

EXCAVATION WILL BE UTILIZED IN THE ROADWAY EMBANKMENT OR WASTED AS

DIRECTED BY THE ENGINEER.

RIPRAP FOR ENERGY DISSIPATING BASINS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH SECTION 281 OF THE STANDARD SPECIFICATIONS AND

THE SPECIAL PROVISION FOR STONE DUMPED RIPRAP.

THE LENGTH, WIDTH, AND DEPTH FOR RIPRAP PLACEMENT WILL BE

DETERMINED BY THE ENGINEER.

ENERGY DISSIPATING BASINS SHALL BE CONSTRUCTED AT THE SAME

TIME AS THE CULVERT OR DITCH.

EARTH EXCAVATION FOR ENERGY DISSIPATING BASINS RIPRAP FOR ENERGY DISSIPATING BASINS
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NOTE A - TRANSITION BASIN TO CONFORM TO THE NATURAL

        STREAM CHANNEL.  TOP OF RIPRAP IN THE FLOOR

        OF THE BASIN SHOULD BE AT THE SAME ELEVATION

        OR LOWER THAN THE NATURAL CHANNEL BOTTOM

        AT SECTION " ~ SECTION ".

FILTER FABRIC WILL BE PAID FOR AT THE CONTRACT UNIT PRICE

s
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ENERGY DISSIPATING BASIN TOTALS

THE EARTHWORK WILL NOT BE MEASURED SEPERATELY, BUT WILL BE CONSIDERED

(12" FREE BOARD)
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THE RIPRAP MATERIAL SHALL CONFORM TO CLASS A QUALITY.
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PER SQUARE YARD FOR FILTER FABRIC.

AS PART OF THE CONTRACT UNIT BID PRICE PER SQUARE YARD FOR "STONE

DUMPED RIPRAP" OF THE CLASS AND SIZE OF RIPRAP SPECIFIED.
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