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THE FOLLOWING STANDARDS ARE A PART OF THESE PLANS AND ARE INCLUDED 

AFTER SHEET NO. 1 O: 

STD. NO. 

000001-07 

001006 

701001-02 

701006-05 

701301-04 

701306-04 

701311-03 

701901-08 

781001-04 

USER NAME 

PLOT SCALE 

PLOT DATE 

DESCRIPTION 

STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS 

DECIMAL OF AN INCH AND OF A FOOT 

OFF-ROAD OPERATIONS, 2L, 2W, MORE THAT 15' AWAY 

OFF-RD OPERATIONS, 2L, 2W, 15' TO 24" FROM PAVEMENT EDGE 

LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS 

LANE CLOSURE, 2L, 2W, SLOW MOVING OPERATIONS DAY ONLY, FOR 

SPEEDS >= 45 MPH 

LANE CLOSURE 2L, 2W, MOVING OPERATIONS - DAY ONLY 

TRAFFIC CONTROL DEVICES 

TYPICAL APPLICATION RAISED REFLECTIVE PAVEMENT MARKERS 

= steffenmk DESIGNED REV[SED 
DRAWN REV[SED 

= 100.0000 I in. CHECKED REV[SED 
= 12/11/2019 DATE REV[SED 

STATE OF ILLINOIS 

DEPARTMENT OF TRANSPORTATION 

GENERAL NOTES 

THE PROPOSED WORK IS LOCATED ON ILLINOIS ROUTE 32 FROM US ROUTE 36 TO 

WEST OF NORTH ALLEN AVENUE IN LOVINGTON IN MOULTRIE COUNTY. 

THE WORK INCLUDED IN THIS SECTION CONSISTS OF APPLYING A CAPE SEAL, 

PAVEMENT MARKING, TRAFFIC CONTROL, AND ANY OTHER WORK NECESSARY TO 

COMPLETE THE SECTION. 

FOR THE CAPE SEAL, TYPE I I, THE AGGREGATE GRADATION FOR THE A-1 

BITUMINOUS SURFACE TREATMENT SHALL BE CRUSHED STONE. 

IN ADDITION TO THE REQUIREMENTS OF ARTICLE 405. 09<al(4l EXISTING SURVEY 

MONUMENTS AND ROADWAY STATIONING STAMPS SHALL BE TEMPORARILY COVERED 

PRIOR TO APPLICATION OF THE  CAPE SEAL TREATMENT TO PREVENT THE MATERIAL 

FROM BEING APPLIED TO THE SURVEY MONUMENTS  AND  COVERING  UP  THE  STATIONING 

STAMPS. THE COST OF SUPPLYING, APPLYING, AND REMOVING THE TEMPORARY TAPE 

IS INCLUDED WITH THE SURFACE TREATMENT SPECIFIED AND NO ADDITIONAL 

COMPENSATION WILL BE ALLOWED. 

PAVEMENT MARKING SHALL BE APPLIED IN ACCORDANCE WITH SECTION 780 OF 

THE STANDARD SPECIFICATIONS. SHORT-TERM PAVEMENT MARKING SHALL BE APPLIED 

TO THE A-1 SURFACE TREATMENT AND THE MICROSURFACE. THE CENTERLINE FOR 

SHORT TERM PAVEMENT MARKING SHALL BE PAINT AND CONSIST OF 10 FOOT LONG 

SKIPS AT 40 FOOT CENTERS. THE TEMPORARY PAVEMENT MARKING SHALL 

BE APPLIED DIRECTLY OVER THE SHORT-TERM PAVEMENT MARKING. PAINT 

PAVEMENT MARKING LINE-4" SHALL BE PLACED AFTER A CURE TIME OF 30 

DAYS. 
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