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PLAN AND PROFILE 

STORM SEWER SCHEDULE 

DRAINAGE PLAN AND PROFILE 

PAVEMENT JOINT LAYOUT PLANS 

INTERSECTION ELEVATION PLANS 

SIDEWALK ELEVATION PLANS 

DETAILS 

TRAFFIC CONTROL & PROTECTION DEVICES 

CROSS SECTIONS 

LIST OF ILLINOIS DOT HIGHWAY STANDARDS 

STANDARD SYMBOLS. ABBREVIATIONS AND PATTERNS 

TEMPORARY EROSION CONTROL SYSTEMS 

PAVEMENT JOINTS 

PAVEMENT WELDED WIRE REINFORCEMENT 

PERPENDICULAR CURB RAMPS 

INLET TYPE A 

MANHOLE TYPE A 

PRECAST REINFORCED CONCRETE FLAT SLAB TOP 

MANHOLE STEPS 

FRAME AND LlDS TYPE 1 

CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND GUTTER 

OFF ROAD OPERATIONS, 2L. 2W, MORE THAN 15' FROM EDGE OF PAVEMENT 

OFF ROAD OPERATIONS, 2L, 2W. 15' TO 24' FROM EDGE OF PAVEMENT 

LANE CLOSURE. 2L, 2W, SHORT TIME OPERATIONS 

URBAN LANE CLOSURE, 2L, 2W. UNDIVIDED 
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TRAFFIC CONTROL DEVICES 
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% TRUCKS • 2.5 % (2040) 
100' 200' 300'- 1"• 100' 

0 10' 20' 30' - J.''• 10' 
�e-�--�--�-�--i-���='iii.:11 
0 50' 100' r::.-::�--;,:_-'""-100-·===1;::: 
�--..;.;-. 

- 1"•30' 
100' 

�es-.-�5-�-s��-�-���-�-��-��. - 1"• 20· 

FULL SIZE PLANS HAVE BEEN PREPARED USING STANDARD 

ENGINEERING SCALES. REDUCED SIZED PLANS WILL NOT 

CONFORM TO STANDARD SCALES. IN MAKING MEASUREMENTS 

ON REDUCED PLANS, TiiEABOVE SCALES MAY BE USED. 
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The Upchurch Group

Professional Design Firm Corporation License No. 184-003401

MARSHALL AVENUE RECONSTRUCTION - PHASE 3

CITY OF MATTOON, ILLINOIS  61938
14TH STREET TO 17TH STREET

SAL

TLW

EAC

40123 North 15th Street   Mattoon, Illinois  61938
OCT. 2019 PROJECT:  3118104SCALE:  2.0000 ' / in.

SIDEWALK, TYP.

P.C. CONCRETE 

WHERE OVER EXCAVATED

FILL SAND AS REQUIRED 

SUB-GRADE, TYP.

WELL COMPACTED 

SIDEWALK:  5' MAX. JOINT SPACING SIDEWALKS

WHERE OVER EXCAVATED

FILL SAND AS REQUIRED 

SUB-GRADE, TYP.

WELL COMPACTED 

SIDEWALK, TYP.

P.C. CONCRETE 

JOINT FILLER, TYP.

1/2" PREMOULDED 

SEALANT

POLYURETHANE 

SELF-LEVELING 

TRENCH DETAIL

FINISHED GRADE

SEWER

NEW STORM 

TOP OF SUBGRADE

PAVED SURFACES

EARTH BACKFILL BEYOND 2' OF 

WITHIN 2' OF PAVED SURFACES.  

COMPACTED TRENCH BACKFILL IF 

AGGREGATE MATERIAL

INITIAL BACKFILL WITH 

HAUNCHING

BEDDING

MATERIAL SHALL BE AGGREGATE GRADATION CA-07.

BEDDING, HAUNCHING, INITIAL BACKFILL, AND TRENCH BACKFILL 

NOTE:

ADA RAMP

SIDEWALK, SEE PLAN

PROPOSED CONCRETE 

MAX SLOPE 1:12

EXPANSION JOINT

3/4" PREFORMED 

CONCRETE CURB

W
IDTH

 OF

SIDEW
ALK

TYPE 3 F&G

TYPE 3 F&G

EXIST. 18" SS

EXIST. 18" SS

EXIST. 18" SS

TYPE
 A I

NLET

PLAN

ELEVATION ELEVATION

¡ TYPE A INLET

8" SUBBASE

8" PCC PAVEMENT

12" SS

B-6.12 C&G

INLET SPECIAL DETAIL

1.

2.

3.

NOTES:

12" SS

NEW TYPE A INLET.

GROUT OPENING SHUT AROUND EXISTING 18" STORM SEWER AND 

AND CLEAR EXISTING 18" STORM SEWER.

NEW TYPE A INLET AS NEEDED TO ALLOW INLET TO SIT ON BASE 

FIELD MEASURE AND SAW CUT NOTCH AND REMOVE PORTION OF 

TYPE A INLET.

VERIFY DISTANCE BETWEEN EXISTING 18" STORM SEWER AND NEW 

W = 18" + O.D. + 18" WHERE TRENCH DEPTH IS > 5'

W =  9" + O.D. + 9" WHERE TRENCH DEPTH IS ≤ 5'

TYPICAL ENTRANCE DETAIL

A
A

EXIST. SIDEWALK EXIST. SIDEWALK

EXIST. R.O.W.
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¡

CONCRETE CURB
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TRANSITION TRANSITION

¡
MARSHALL AVENUE

PLAN

SECTION A-A

TYPE B-6.12

DEPRESSED CURB & GUTTER, 

JOINT FILLER

3/4" PREFORMED EXPANSION 

CONCRETE CURB

MONOLITHIC 

6" & VAR. HIGH 
SIDEWALK

E
X
IS

T
. 

R
.O
.W
.

M
in

    ADA

2.0 % MAX.

PCC DRIVEWAY PAVEMENT, 7" 

PCC DRIVEWAY PAVEMENT, 7" 

5' & VAR. 5' & VAR.

PCC SIDEWALK, 5" 

PCC DRIVEWAY PAVEMENT, 7" 

PERPENDICULAR CURB RAMPS

FOR ADDITIONAL INFORMATION SEE STANDARD NUMBER 424001 

6" SOLID WHITE

24" STOP BAR WHITE

6" SOLID WHITE

TYPICAL CROSSWALK STRIPING
POTENTIALLY AT STRUCTURE NO. 46

GUTTER FLOWLINE

CURB CUT DETAIL
¡ STA 14+50 RT

¡

SAWED / TOOLED JOINT

PCC SIDEWALK

EXPANSION JOINT

PCC SIDEWALK

TRAFFIC AREAS, TYPICAL

STRIPS ADJACENT TO VEHICULAR 

RAISED DOME DETECTABLE WARNING 
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