
Existing dowel rods. Burn off flush

with existing bearing seat, grind smooth

and seal with epoxy. Cost is included

with Removal of Existing Superstructure

(Typical).

Back Abutment

~ IL 133

SECTION A-AELEVATION

PLAN

Fabric Bearing Pad

9’’ x  1/2 ’’ x 2’-11’’

(6-Required for 

Abutments)

Fabric Bearing Pad

9’’ x  1/2 ’’ x 1’-5 1/2 ’’

(4-Required for 

Abutments)

1’-1’’

1’-1’’

1’-10’’

10’’ 2’-4’’
10’’

4’-8’’

4’-8’’

Fabric Bearing Pad

9’’ x  1/2 ’’ x 2’-8’’

(8-Required for 

Abutments)

10’’ 2’-4’’
10’’ A
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~ IL 133

(W, Abutment Looking West, E. Abutment Looking East)

Structural Repair of Concrete

(Depth less than 5’’)

LEGEND

TWO ABUTMENTS

BILL OF MATERIAL

No.Bar Size

#4

Length Shape

v(E)

Reinforcement Bars,

Epoxy Coated

Sq. Ft.

Pound

20 1’-7’’

Cu. Yd. 0.8

(Depth Less Than 5’’)

Structural Repair of Conc.
2

20

5

5

E
ast A

butm
ent

W
est A

butm
ent

(Typ. except 

as noted)
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