
SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO. 1

                       

TOTAL

SHEETS

SHEET

NO.RTE.

                      

CONTRACT NO.      

SHEET NO. 1  OF 1   SHEETS STA.            TO STA.            SCALE: NONE     

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

FILE NAME

W:\diststd\22x34\ts03.dgn

gaglianobtUSER NAME =

PLOT SCALE = 50.0000 ’ / IN.

PLOT DATE = 1/4/2008

=

DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

   

   

   

   

   

   

      HANDHOLE TO INTERCEPT EXISTING CONDUIT      

                                                  

F.A. .

TS-03

FRENCH

DRAIN

CONDUIT

BUSHING

GALVANIZED

STEEL HOOKS

18" (450 mm)

ELEVATION

NOTES:

1. REMOVAL OF EXISTING CONDUIT FROM THE HANDHOLE

AND THE INSTALLATION OF THE CONDUIT BUSHING

SHALL BE INCIDENTAL TO THE HANDHOLE.

CONDUIT

BUSHING

EXISTING CONDUIT

TO BE REMOVED

PLAN

24" (600 mm)

EXISTING

CONDUIT

TO REMAIN

DETAIL

HANDHOLE TO INTERCEPT EXISTING CONDUIT

6" (150 mm)

8" (200 mm)

MIN.

10-01-00
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