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F.A.P.

CONTRACT NO. 64H74

3 22LEE573 D2 DECK REPAIR 2013-2

                4’ X 160’

SHOULDER PAVEMENT 
             4’ X 125’

SHOULDER PAVEMENT 

                4’ X 125’

SHOULDER PAVEMENT 

                4’ X 160’

SHOULDER PAVEMENT 

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

1000’ (300 m) max.

500’ (150 m) min.

(150 m)

500’

(150 m)

500’

(30 m)

100’

projects

construction

For contract

W20-I103(0)-48 W20-4(0)-48

min.

100’ (30 m)

(150 m)

500’

(150 m)

500’

1000’ (300 m) max.

500’ (150 m) min.

W20-4(0)-48 W20-I103(0)-48

1

W20-7(O)-48

W20-7(O)-48

(15 m)

50’

(15 m)

50’

(30 m)

100’

2

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

min.

100’ (30 m)

(150 m)

500’

(150 m)

500’

1000’ (300 m) max.

500’ (150 m) min.

W20-4(0)-48 W20-I103(0)-48W20-7(O)-48

1

(15 m)

50’

(150 m)

500’

(150 m)

500’

(30 m)

100’

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

1000’ (300 m) max.

500’ (150 m) min.

projects

construction

For contract

W20-I103(0)-48 W20-4(0)-48
W20-7(O)-48

(15 m)

50’

(30 m)

100’

the interval between devices may be doubled.

centers.  When drums or barricades are used,

Additional cones may be placed at 40’ (12 m)

Cones at 20’ (6 m) centers for 240’ (73 m).1

All dimensions are in inches (millimeters)

unless otherwise shown.

NOTES:

2

3

shall be a mirror set up 

North side of the road along the bridges 

Traffic control for temporary pavement on 

I

Work area

Sign

Barricade or drum

Cone, drum or barricade

Flagger with traffic control sign

SYMBOLS



SN: 052-0035

SN: 052-0035
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ILLINOIS
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SHEET

NO.RTE.
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STATE OF ILLINOIS
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PLOT SCALE = 20000.000 ft / in.
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D2 DECK REPAIR 2013-2  LEE 22

F.A.P.

573 4

CONTRACT NO. 64H74

                4’ X 125’

SHOULDER PAVEMENT 
                4’ X 125’

SHOULDER PAVEMENT 

                4’ X 125’

SHOULDER PAVEMENT 

                4’ X 125’

SHOULDER PAVEMENT 

   Pre-stage  Traffic Control 

the interval between devices may be doubled.

centers.  When drums or barricades are used,

Additional cones may be placed at 40’ (12 m)

Cones at 20’ (6 m) centers for 240’ (73 m).1

All dimensions are in inches (millimeters)

unless otherwise shown.

NOTES:

2

3

shall be a mirror set up 

North side of the road along the bridges 

Traffic control for temporary pavement on 

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

I

1000’ (300 m) max.

500’ (150 m) min.

(150 m)

500’

(150 m)

500’

(30 m)

100’

projects

construction

For contract

W20-I103(0)-48 W20-4(0)-48

min.

100’ (30 m)

(150 m)

500’

(150 m)

500’

1000’ (300 m) max.

500’ (150 m) min.

W20-4(0)-48 W20-I103(0)-48

1

Work area

Sign

Barricade or drum

Cone, drum or barricade

Flagger with traffic control sign

SYMBOLS

W20-7(O)-48

W20-7(O)-48

(15 m)

50’

(15 m)

50’

(30 m)

100’

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

1000’ (300 m) max.

500’ (150 m) min.

(150 m)

500’

(150 m)

500’

(30 m)

100’

projects

construction

For contract

W20-I103(0)-48 W20-4(0)-48

min.

100’ (30 m)

(150 m)

500’

(150 m)

500’

1000’ (300 m) max.

500’ (150 m) min.

W20-4(0)-48 W20-I103(0)-48

1

W20-7(O)-48

W20-7(O)-48

(15 m)

50’

(15 m)

50’

(30 m)

100’



SN: 052-0035

(50.68’)

for the tapered length

Use 4 barriers

(50.68’)

for the tapered length

Use 4 barriers

12 ft

147’

PE

SN: 052-0034
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TOTAL

SHEETS

SHEET

NO.RTE.
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160’

220’

222’

100’

for the tapered length (101.67’)

Use 8 barriers

172’

205’

142’

Traffic Control Stage I 

NOTES:
TRAFFIC CONTROL FOR STAGE II SHALL BE MIRRORED

F.A.P.

D2 DECK REPAIR 2013-2573 LEE

CONTRACT NO. 64H74

522

for the tapered length (101.67’)

Use 8 barriers

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE
STOP
HERE

RED

ON

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

STOP
HERE

RED

ON

MPH

MPH

(150 m)

500’

(150 m)

500’

(150 m)

500’

cts. for 200’ (60 m)

Drums at 50’ (15 m)

(150 m)

500’

(10 m)

34’

24 (600)

Stop bar

16’

Drums at 25’ (7.6 m) cts.

(see detail).

pavement marking

White temporary

2

3

1

(15 m)

50’

(7.6 m)

25’

projects

construction

For contract

W20-I103(0)-48
W12-I102(O)-48 W20-4(0)-48

(see table)

W13-1(0)-2424

W3-3(0)-48

R10-6A-2430

3

2

1

(7.6 m)

25’

(15 m)

50’

(30 m)

100’

(18 m)

60’

(150 m)

500’

(150 m)

500’

(150 m)

500’

(150 m)

500’Drums at 25’ (7.6 m) cts.

(3 m)

10’

min.

4’ (1.2 m)

24 (600)

Stop bar

detector loops.

placement of

See detail for

projects

construction

For contract

W20-4(0)-48

W3-3(0)-48

(see table)

W13-1(0)-2424 W12-I102(O)-48 W20-I103(0)-48

R10-6A-2430

Work area

Sign

Type III barricade

Traffic signal

Detector loops Impact attenuator

Temporary concrete barrier

Temporary rumble strip (when specified)

Double vertical panel (see detail)

barrier wall/guardrail marker

Crystal, bidirectional

Type III barricade to

be placed when no work

is being performed.

 

Barrier wall/guardrail

markers at 25’ (7.6 m)

cts.  See Standards

704001 & 635011.

 

When temp. bridge rail

is specified, it shall be

connected to the temp.

conc. barrier using a

traffic barrier terminal

Type 11.

 

1

2

3

1

Drum with steady burning bi-directional light

12

192’
48’

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE
STOP
HERE

RED

ON

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

STOP
HERE

RED

ON

MPH

MPH

(150 m)

500’

(150 m)

500’

(150 m)

500’

cts. for 200’ (60 m)

Drums at 50’ (15 m)

(150 m)

500’

(10 m)

34’

24 (600)

Stop bar

10’

Drums at 25’ (7.6 m) cts.

(see detail).

pavement marking

White temporary
2

3

1

(15 m)

50’

(7.6 m)

25’

projects

construction

For contract

W20-I103(0)-48
W12-I102(O)-48 W20-4(0)-48

(see table)

W13-1(0)-2424

W3-3(0)-48

R10-6A-2430

3

2

1

(7.6 m)

25’

(15 m)

50’

(18 m)

60’

(150 m)

500’

(150 m)

500’

(150 m)

500’

(150 m)

500’Drums at 25’ (7.6 m) cts.

(3 m)

10’

min.

4’ (1.2 m)

24 (600)

Stop bar

detector loops.

placement of

See detail for

projects

construction

For contract

W20-4(0)-48

W3-3(0)-48

(see table)

W13-1(0)-2424 W12-I102(O)-48 W20-I103(0)-48

R10-6A-2430

112

192’

48’

35

(3 m)

10’

10’

(3 m)

(3 m)

10’
(3 m)

10’

(3 m)

10’

2

Traffic signals shall be operational only when all

traffic controls are in place.  When traffic

signals are not in operation, flaggers shall be

used and traffic control shall conform to

Standard 701201 or 701206.

Temporary concrete barrier shall be according

to Standard 704001.

Existing or temporary pavement markings shall

be on both sides of open lane from stop bar

to stop bar.

(Far loop)

(Near loops)

(3
0
0
)

1
2

(3
0
0
)

1
2

24 (600)

Stop bar45°

(1.5 m)

5’

(3 m)

10’

(85 m)

275’

(1
.5
 

m
)

5
’

(1
.5
 

m
)

5
’ (1.5

 
m
)

5
’

DETECTOR LOOPS DETAIL

TRAFFIC SIGNAL SEQUENCE

PHASE

INTERVAL

EASTBOUND

NORTHBOUND OR

WESTBOUND

SOUTHBOUND OR

A B

1 2 3 4 5 6

G Y R R R R

R R R G Y R

ADVISORY SPEED LIMIT

POSTED SPEED

NORMAL

SPEED

ADVISORY

55  - 45 mph

40 mph

35 - 30 mph

40 mph

35 mph

30 mph

(Post mounted, one each side)

min.

12 (300)

m
in
.

4
’ 
(1
.2
 

m
)

VERTICAL PANELS

(17 m)

56’

(4.6 m)

15’

130’

10’-6"

40

40

10’-6"

40

10’-6"

40

10’-6"

TO 
ACTIVATE

SIGNAL

TO 
ACTIVATE

SIGNAL

TO 
ACTIVATE

SIGNAL

TO 
ACTIVATE

SIGNAL

FOLLOW TRAFFIC

ONE LANE ROAD

CAUTION

FLOW

(17 m)

56’

Stage lane width

(300)

12

(300)

12

pavement marking

White temporary

TEMPORARY PAVEMENT MARKING DETAIL

157’

SYMBOLS

pavement marking

Yellow temporary
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Traffic Control Stage II

NOTES:

F.A.P.

D2 DECK REPAIR 2013-2573 LEE

CONTRACT NO. 64H74

622

(50.68’)

for the tapered length

Use 4 barriers

220’

222’

for the tapered length (101.67’)

Use 8 barriers

SN: 052-0034

(50.68’)

for the tapered length

Use 4 barriers

172’

205’

142’

100’

SN: 052-0035

160’

tapered length (101.67’)

Use 8 barriers for the 

PE

Work area

Sign

Type III barricade

Traffic signal

Detector loops Impact attenuator

Temporary concrete barrier

Temporary rumble strip (when specified)

Double vertical panel (see detail)

barrier wall/guardrail marker

Crystal, bidirectional

Type III barricade to

be placed when no work

is being performed.

 

Barrier wall/guardrail

markers at 25’ (7.6 m)

cts.  See Standards

704001 & 635011.

 

When temp. bridge rail

is specified, it shall be

connected to the temp.

conc. barrier using a

traffic barrier terminal

Type 11.

 

1

2

3

Drum with steady burning bi-directional light

2

Traffic signals shall be operational only when all

traffic controls are in place.  When traffic

signals are not in operation, flaggers shall be

used and traffic control shall conform to

Standard 701201 or 701206.

Temporary concrete barrier shall be according

to Standard 704001.

Existing or temporary pavement markings shall

be on both sides of open lane from stop bar

to stop bar.

(Far loop)

(Near loops)

(3
0
0
)

1
2

(3
0
0
)

1
2

24 (600)

Stop bar45°

(1.5 m)

5’

(3 m)

10’

(85 m)

275’

(1
.5
 

m
)

5
’

(1
.5
 

m
)

5
’ (1.5

 
m
)

5
’

DETECTOR LOOPS DETAIL

TRAFFIC SIGNAL SEQUENCE

PHASE

INTERVAL

EASTBOUND

NORTHBOUND OR

WESTBOUND

SOUTHBOUND OR

A B

1 2 3 4 5 6

G Y R R R R

R R R G Y R

ADVISORY SPEED LIMIT

POSTED SPEED

NORMAL

SPEED

ADVISORY

55  - 45 mph

40 mph

35 - 30 mph

40 mph

35 mph

30 mph

(Post mounted, one each side)

min.

12 (300)

m
in
.

4
’ 
(1
.2
 

m
)

VERTICAL PANELS

Stage lane width

(300)

12

(300)

12

pavement marking

White temporary

TEMPORARY PAVEMENT MARKING DETAIL

SYMBOLS

pavement marking

Yellow temporary

AHEAD

CONSTRUCTION

ROAD

AHEAD

CONSTRUCTION

ROAD

MPH

(150 m)

500’

(150 m)

500’

(150 m)

500’

cts. for 200’ (60 m)

Drums at 50’ (15 m)

(150 m)

500’

(10 m)

34’

24 (600)

Stop bar

16’

Drums at 25’ (7.6 m) cts.

(see detail).

pavement marking

White temporary

2

3

1

(15 m)

50’

(7.6 m)

25’

projects

construction

For contract

R10-6A-2430

3

2

1

(7.6 m)

25’

(15 m)

50’

(30 m)

100’

(18 m)

60’

(150 m)

500’

(150 m)

500’

(150 m)

500’

(150 m)

500’

Drums at 25’ (7.6 m) cts.

(3 m)

10’

24 (600)

Stop bar

detector loops.

placement of

See detail for

W20-4(0)-48

W3-3(0)-48

(see table)

W13-1(0)-2424

W12-I102(O)-48 W20-I103(0)-48

112

192’
48’

35

(3 m)

10’

10’

(3 m)
(17 m)

56’

130’

10’-6"

40

10’-6"

W20-I103(0)-48
W12-I102(O)-48 W3-3(0)-48

AHEAD

ROAD

ONE LANE

projects

construction

For contract

R10-6A-2430

STOP
HERE

RED

ON

TO 
ACTIVATE

SIGNAL

STOP
HERE

RED

ON

TO 
ACTIVATE

SIGNAL

AHEAD

ROAD

ONE LANE

MPH

(150 m)

500’

(150 m)

500’

cts. for 200’ (60 m)

Drums at 50’ (15 m)

(150 m)

500’

(10 m)

34’

24 (600)

Stop bar

16’

Drums at 25’ (7.6 m) cts.

(see detail).

pavement marking

White temporary

W12-I102(O)-48

W20-4(0)-48

(see table)

W13-1(0)-2424

W3-3(0)-48

R10-6A-2430

192’

(17 m)

56’

AHEAD

CONSTRUCTION

ROAD

(150 m)

500’

projects

construction

For contract

W20-I103(0)-48

2

3

1

(15 m)

50’

(7.6 m)

25’

3

2

(7.6 m)

25’

(15 m)

50’

Drums at 25’ (7.6 m) cts.

min.

4’ (1.2 m)

112

48’

(3 m)

10’ (3 m)

10’

157’

(18 m)

60’

(150 m)

500’

(150 m)

500’

24 (600)

Stop bar

detector loops.

placement of

See detail for

W3-3(0)-48

R10-6A-2430

AHEAD

CONSTRUCTION

ROAD

AHEAD

ROAD

ONE LANE

MPH

(150 m)

500’

(150 m)

500’

projects

construction

For contract

W20-4(0)-48

(see table)

W13-1(0)-2424

W12-I102(O)-48 W20-I103(0)-48

40

10’-6"

40

10’-6"

FOLLOW TRAFFIC

ONE LANE ROAD

CAUTION

FLOW

STOP
HERE

RED

ON

TO 
ACTIVATE

SIGNAL

STOP
HERE

RED

ON

TO 
ACTIVATE

SIGNAL

MPH

40

(see table)

W13-1(0)-2424

AHEAD

ROAD

ONE LANE

W20-4(0)-48

   min.

4’ (1.2 m)

(4.6 m)

  15’

(3 m)

  10’

(3 m)

  10’



Existing Bridge Deck

~ Roadway

Existing Concrete Parapet

Lane Closure

Barrier Wall

Temporary Concrete

2’ 2’

Existing Bridge Deck ~ Roadway

Existing Concrete Parapet

Lane Closure

Barrier Wall

Temporary Concrete
2’ 1’2’ 1’

STAGE I

STAGE II

1’

Existing Bridge Deck

~ Roadway

Existing Concrete Parapet

Lane Closure

Barrier Wall

Temporary Concrete

2’ 2’

STAGE II

1’

Existing Bridge Deck ~ Roadway

Existing Concrete Parapet

Lane Closure

Barrier Wall

Temporary Concrete
2’ 1’2’ 1’

STAGE I

2

1

NOTES:

Side

Traffic

4’

Construction

Stage I 

Construction

Stage II 

4’

1
’

1
’

1’
1’

701402-09 for additional signs, devices and other items

See Traffic Control Standards 701400-05 and 

on the left side of the moving traffic.
Line should be white on the right side and yello
and along of the lines closures.
shall be placed throughout the tapers
Temporary pavement marking-Line 4" 

15 m (50’) cts.

portion of barrier at

reflectors on tangent

Type C monodirectional

15 m (50’) cts.

portion of barrier at

reflectors on tangent

Type C monodirectional

Side

Traffic

(BARRIER WALL REFLECTORS)

DETAIL

US 30 SN: 052-0034 US 30 SN: 052-0034

32’-0" 32’-0"

10’ 10’

Traffic

Eastbound/Westbound

Traffic

Eastbound/Westbound

32’-0"

US 30 SN: 052-0035

32’-0"

US 30 SN: 052-0035

Traffic

Eastbound/Westbound

Traffic

Eastbound/Westbound

10’
10’

 

 

 

  

 

 

   

 

   

 

 

 

  

 

 

  

CROSS-SECTIONS

SECTION COUNTY

ILLINOIS

22 7

TOTAL

SHEETS

SHEET

NO.RTE.

CONTRACT NO. 64H74DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

                              

                              

                           

-

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

F.A.P.

573 D2 DECK REPAIR 2013-2 LEE

~ US-30~ US-30

2

2

1

Side

Traffic

 

Traffic Control Plan 



TRAFFIC CONTROL FOR ROAD CLOSURE     40.1

SECTION COUNTY
TOTAL

SHEETS

SHEET

NO.RTE.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

REGION 2 /   DISTRICT 2 STANDARD

   

   

   

   

   

   

           

F.A.P.

573 D2 BRIDGE REPAIR 2013-2 LEE 22 8

CONTRACT NO. 64H74

GENERAL NOTES

5
0
0
’

5
0
0
’

**

5
0
0
’

**

5
0
0
’

Sideroad Closure  

Major

CONDITION II

Sideroad Closure  

Minor

W21-I100(O)-48

(min.) (max.)

5
0
0
’

W20-3(O)-48

W1-7(O)-3618
**

5
0
0
’

W20-3(O)-48

W1-7(O)-3618

**

the special provision.

Sideroad Closure), shall be listed in

as shown in CONDITION I (Major 

Side roads requiring all three signs
CONDITION I

**

TRAFFIC CONTROL FOR ROAD CLOSURE

FOR ROAD CLOSURE

TYPICAL APPLICATION

W20-3(O)-48

ROAD

CLOSED

AHEAD

ROAD

CLOSED

1000 FT

W20-3(O)-48

**

BARRICADE

AHEAD

ROAD

CLOSED

AHEAD

ROAD

CLOSED

500 FT

W21-I100(O)-48 W20-3(O)-48

ROAD

CLOSED

AHEAD

ROAD

CLOSED

1000 FT

W20-3(O)-48

BARRICADE

AHEAD

(max.)

ROAD

CLOSED

AHEAD

W20-3(O)-48

W21-I100(O)-48

AHEAD

BARRICADE

W20-3(O)-48

ROAD

CLOSED

1000 FT

W20-3(O)-48ROAD

CLOSED

AHEAD

SYMBOLS

Work area

Type III Barricade with Flashers

Sign with flashing light

Variable DD

BARRICADE SET UP

ROAD CLOSED TO THRU TRAFFIC

CLOSED 1000 FT to ROAD CLOSED 500 FT.

sign spacing to 250’ and change ROAD

When speed limit is less than 45mph, change

fit field conditions.

Longitudinal dimensions may be adjusted to

Standard 701901.

Closed To All Traffic" detail on Highway

shall be as shown in "Road

Type III Barricades and R11-2-4830 signs

in Road Closed to thru traffic.

barricades are to be set up as shown

Where local access is to be maintained,

500’500’500’     1000’  500’ 500’ (min.)500’     1000’  

unless otherwise shown.

All dimensions are in inches

10-17-11

at each end  of the work area.

barricades and R11-4-4830 shall be placed

exceeds 2000’ an additional set of

Standard 701901. If the distance "D"

Closed To Thru Traffic" detail on Highway

shall be as shown in "Road

Type III Barricades and R11-4-4830 signs
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922

STOP LINE SIGN FOR TEMPORARY SIGNALS     99.4

INFORMATIONAL WARNING SIGNS (FOR NARROW TRAVEL LANES)     39.2

ENTRANCE SIGN FOR USE WITH TEMPORARY SIGNALS     75.2

HOT-MIX ASPHALT SHOULDER     23.4a

STOP LINE AS DIRECTED BY ENGINEER.

THIS SIGN SHALL BE INSTALLED AT THE

GENERAL NOTE:

WHITE REFLECTIVE - TYPE AP

HIGH INTENSITY PRISMATIC SHEETING

SIGNAL

ACTIVATE

TO

TEMPORARY SIGNALS
STOP LINE SIGN FOR

REVISED - 10-11-11

24

2
4

UNLESS OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES

SIZE: 24 x 24

4 CAPITAL LETTERS - BLACK

1/2 BORDER - BLACK

(FOR NARROW TRAVEL LANES)
INFORMATIONAL WARNING SIGN

2
6
.8

1
2

2
6

3
2
.4 2
6
.8

1
2

2
6
.7

1
3

2
7
.5 3
2
.4

2
7
.5

2
6
.6

6
6
.3

66.3

2
.2

2
.3

NOTES

Custom 10.4" X 8.1" 0°

D Series Lettering; Standard Arrow

10.4" X 8.1" 180° Black 11 Inch 

Orange; Standard Arrow Custom

0.8" Border, 0.5" Indent, Black on

48.0" across sides, 1.9" Radius,

W12-2 - Horizontal Clearance Sign

XXX-

2.4
10.4 2 16 111 6 8

1 11.5

2.3

10.3
2.4

2
6
.5

1
3

2
6
.8

3
7
.3

3
7
.3

2
6
.7

OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES UNLESS

and shall not be paid for separately.

of the Traffic Control Standards

signs shall be included in the cost

All work to furnish and install these

REVISED -

W12-I103 (Width is 8D); 

No border, Black on Orange; 

[XX’-XX’’] D; 

No border, Black on White; 

[X MILES] D; [AHEAD] D; 

No border, Black on White; 

[MAX WIDTH] D; MAX WIDTH

X MILES

AHEAD

XX’-XX’’

48

1.7

15.9 6 22.7

1.7

3
6 1
2

3
2

8
2

1
2

4
6

4 2
4

6
4

6.6

8

10.9

4 6

26.2

22

34.8

10.9

8

6.6

5-15-09

5
5

22.31 27.38

4
5

8.23 12.26 5 16.06 5 17.22

4
5

7.43 25.46 5 26.68

4
5

27.6 16.8

22.31

8.23

7.43

27.6

5

4
2

72

22.31

C

3.36 0.62

A

4.18 0.94

U

3.36 0.94

T

3.04 0.94

I

0.78 1.17

O

3.52 1.17

N

3.36 22.31

8.23

O

3.51 1.17

N

3.36 1.18

E

3.04

5.00

L

3.05 0.31

A

4.18 0.94

N

3.36 1.17

E

3.05

5.00

R

3.36 0.93

O

3.52 0.94

A

4.18 0.93

D

3.36 8.23

7.43

F

3.04 0.94

O

3.52 1.17

L

3.04 0.94

L

3.05 0.94

O

3.51 0.94

W

4.37

5.00

T

3.05 0.94

R

3.36 0.94

A

4.18 0.93

F

3.05 0.94

F

3.04 0.94

I

0.78 1.18

C

3.35 7.43

27.60

F

3.05 0.94

L

3.04 0.94

O

3.52 0.93

W

4.38 27.60

FOLLOW TRAFFIC

ONE LANE ROAD

CAUTION

FLOW

GENERAL NOTES

OF TRAFFIC CONTROL AND PROTECTION STANDARD 701321.

THE REQUIRED LOCATIONS SHALL BE INCLUDED IN THE COST

THE COST TO FURNISH, INSTALL AND REMOVE THIS SIGN AT

ALL DIMENSIONS ARE IN INCHES UNLESS OTHERWISE NOTED.

THE ENGINEER.

BETWEEN THE TEMPORARY SIGNALS AS DIRECTED BY

THIS SIGN SHALL BE INSTALLED AT ENTRANCES LOCATED

WITH TEMPORARY SIGNALS
ENTRANCE SIGN FOR USE

[FOLLOW TRAFFIC] D; [FLOW] D

[CAUTION] D; [ONE LANE ROAD] D;

2.25" Radius, 0.88" Border, 0.50" Indent, Black on Orange;

Type AA Fluorescent Orange Sheeting ;

Table Of Widths And Spaces

OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES UNLESS

10-14-11REVISED -

t

       FOR THICKNESS

t = SEE TYPICAL SECTIONS

*

GENERAL  NOTES

*

482001 OR 482006.

SUPERELEVATION SECTION, SEE HIGHWAY STANDARD

4% WHEN MAINLINE IS ON TANGENT. FOR CROSS SLOPE ON

8" TOTAL SHOULDER THICKNESS

HOT-MIX ASPHALT SHOULDER

SHOULDER PAY WIDTH

HOT-MIX ASPHALT

MIX "C", N50  #40603310

HOT-MIX ASPHALT SURFACE COURSE,

EARTH EXCAVATION OR EARTH EXCAVATION WIDENING.

AND GRADING EXISTING SHOULDERS OR IN CUBIC YARDS FOR

ASPHALT SHOULDER TO BE PAID FOR IN UNITS FOR EXCAVATING

REMOVAL OF MATERIAL FOR PLACEMENT OF THE HOT-MIX

MIX "C", N50  #40603310.

UNIT PRICE PER TON FOR HOT-MIX ASPHALT SURFACE COURSE,

SECTIONS. THIS WORK WILL BE PAID FOR AT THE CONTRACT

SHOULDERS. THE THICKNESS IS SHOWN ON THE TYPICAL

#40603310. WHEN RESURFACING EXISTING HOT-MIX ASPHALT

USE HOT-MIX ASPHALT SURFACE COURSE, MIX "C", N50 

ASPHALT SHOULDERS OF THE THICKNESS SPECIFIED.

MIX "C", N50 #40603310 AND SQUARE YARD FOR HOT-MIX

UNIT PRICE PER TON FOR HOT-MIX ASPHALT SURFACE COURSE,

#40603310. THE WORK WILL BE PAID FOR AT THE CONTRACT

BE HOT-MIX ASPHALT SURFACE COURSE, MIX "C", N50

ACCORDANCE WITH SECTION 482 EXCEPT THE TOP LIFT SHALL

THE HOT-MIX ASPHALT SHOULDER SHALL BE CONSTRUCTED IN

REVISED -

SEE TYPICAL SECTIONS12"

AROUND)

(USE ONLY IF SHOULDER IS USED AS A RUN 

SUB-BASE GRANULAR MATERIAL TYPE A, 12"

7-05-12



SN: 052-0035

SECTION COUNTY
TOTAL

SHEETS

SHEET

NO.RTE.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

bortescUSER NAME =

PLOT SCALE = 10180.000 ft / in.

PLOT DATE = Mon Dec 03 11:18:19 2012 DATE

DESIGNED
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DRAWN

REVISED

REVISED

REVISED

REVISED
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HMA SURFACE REMOVAL

COST INCLUDED IN

1�" SAW CUT (TYP)

SURFACE REMOVAL (TYP)

SN: 052-0034

HMA SURFACE REMOVAL

COST INCLUDED IN

1�" SAW CUT (TYP)

SURFACE REMOVAL (TYP)

               AND REPLACEMENT PLAN

APPROACH PAVEMENT SURFACE REMOVAL

�" LEVELING BINDER (TYP)

1�" SURFACE COURSE (TYP)

1�"1

45 ’

1

EXISTING PAVEMENT

HMA SURFACE REMOVAL

1�"70 ’

15’ COURSE

SURFACE 

      HMA

�" LEVELING BINDER (MACHINE METHOD)

TAPER DETAIL NOTES:

" SURFACE COURSE, MIX "C" N50 (TYP)4
3 1

" WATER PROOFING SYSTEM AND2
1 

 BRIDGE OVERLAY SHALL CONSIST OF(2)

 HMA SURFACE COURSE, MIX "C" N50 (TYP)     

 HMA SURFACE REMOVAL (TYP)(1)

�" LEVELING BINDER (TYP)

1�" SURFACE COURSE (TYP)

2

70’70’

70’
70’
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