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EXISTING ROADWAY TYPICAL SECTION - SIDE ROADS

4" HMA BINDER COURSE

PROPOSED 1 1/2 " INCIDENTAL HMA SURFACE COURSE

EXIST. OVERLAY (TYP.)

EXIST. PAV’T. OR

BASE CSE. (TYP.)

 
 

HOT MIX ASPHALT 

SURFACE REMOVAL

- BUTT JOINT

SUB-BASE GRANULAR 

MATERIAL (3" MIN.)

HOT MIX ASPHALT 

SURFACE COURSE (1 1/2 ")

HOT MIX ASPHALT 

BUILD-UP (WEDGE) (0-3")

3"

STA. 1423+25.00

STA. 1427+25.00

STA. 1441+25.00

STA. 1449+50.00

STA. 1423+29.00

STA. 1427+21.00

STA. 1441+32.00

STA. 1449+45.00

STA. 1422+91.00

STA. 1427+81.00

STA. 1440+10.00

STA. 1449+58.00

STA. 1422+41.00

STA. 1428+31.00

STA 1440+60.00

STA. 1450+08.00

NOTT ROAD IS DIRT ROAD AND 

MUDD ROAD IS PARTIALLY HMA (FROM STA. 10+00.00 TO 11+88.00)

FULL DEPTH HMA PAVEMENT TO OVERLAY TRANSITION - DETAIL

R
.O

.W
.

8’

TYPICAL SECTION

ENTRANCES AND NORTH SHELBY ROAD

FROM STA. 102+50 TO STA. 110+93.13 (NOTT ROAD/GRAIN BIN ROAD)

FROM STA. 8+50 TO STA. 11+48 (MUDD ROAD)

FROM STA. 12+13.00 TO STA. 13+83.18 (GRAIN BIN ROAD)

EXISTING PAVEMENT PREPARATION

PER STANDARD SPECIFICATION 

ARTICLE 205.03

1

4% 

PROPOSED 2 1/2 " HMA BINDER COURSE

EXTEND HMA TO MATCH EXISTING SHELBY ROAD HMA

2

AGGREGATE

SHOULDER, TYPE B 10"

POLYMERIZED

HOT MIX ASPHALT 

BINDER COURSE (2 1/4 ")

HOT MIX ASPHALT 

BINDER COURSE (6 3/4 ")

NOTE:  BINDER COURSES PAID AS HMA PAVEMENT, FULL DEPTH 9"

EXISTING SURFACE 

 

PROPOSED ROADWAY TYPICAL SECTION-SIDE ROAD

NOTE: SEE STAGE III & IV DETAIL SHEETS FOR TREATMENT OF GRAIN BIN & MUDD 

      RADIUS RETURN AREAS

LEVELING BINDER- 3/4 "

HOT MIX ASPHALT 

SURFACE REMOVAL ( 3/4 ")

USE AGGREGATE SURFACE COURSE, TYPE A TO MEET 

EXISTING AGGREGATE SURFACE PER STD 406301-D4
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US RTE 24 OVER BIG SISTER CREEK & LITTLE SISTER CREEK
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