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TYPICAL WATER SERVICE 

INSTALLATION DETAIL
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BRONZE SERVICE 

SADDLE

MASONARY 

SUPPORT

WATERMAIN

CORPORATION 

STOP, C.C. INLET

TAP

CAST IRON ONE 

PIECE, TWO HOLE 

COVER
GROUND 

SURFACE

SADDLE TYPE TELESCOPING 

CURB BOX

2
4

"

STAINLESS STEEL STATIONARY ROD 

AS MANUFACTURED BY FUSION TECH 

AND SUPPLIED BY HD SUPPLY, 

CONTRACTOR TO FURNISH AND 

INSTALL, INCLUDED IN COST FOR 

CURB STOP OF THE SIZE INSTALLED

TYPE K COPPER WATER 

SERVICE PIPING
APPROVED WATER 

SERVICE PIPING

SADDLE TYPE 

CURB VALVE

SERVICE SADDLE CORPORATION 

STOP

CURB 

VALVE

CURB BOX

MODEL

H-10314

H-10314

H-10386

H-10386

MODELMODELMODELSIZE

1"

2"

H-13000 OR S-13000

LIST OF APPROVED MATERIALS

SERVICE ITEMS AS MANUFACTURED BY MUELLER.  SEE SPECIAL 

PROVISION FOR OTHER ACCEPTABLE MANUFACTURERS 

H-13000 OR S-13000

H-13000 OR S-13000

H-13000 OR S-13000

DRILL A HOLE IN VALVE BOX 

WITHIN 12" OF TOP AND EXTEND 

TRACER WIRE INTO VALVE BOX. 

PROVIDE 4’ MIN. OF WIRE 

INSIDE OF VALVE BOX.

GROUND 

SURFACE

"WATER" ON LID

GATE VALVE 

SEE SPECS.

PROVIDE CONCRETE BASE AND 

BLOCKING AGAINST 

UNDISTURBED EARTH

TRACER WIRE

CENTERING DEVICE, 

SEE NOTE 4

NOTES:

1.  TAPPING SLEEVE SHALL BE A FORD MODEL "FAST" STAINLESS STEEL WITH 

STAINLESS STEEL OUTLET FLANGE OR EQUAL.

2.  INSTALL SLEEVE WITH PRESSURE TEST PORT FACING UP.

3.  TAPPING VALVE SHALL BE FULL BODIED, EPOXY COATED, NON-RISING STEM, 

RESILIENT WEDGE GATE VALVE WITH ONE FLANGED END AND ONE MECHANICAL 

JOINT END.

4.  A VALVE BOX ADAPTER/ CENTERING DEVICE OF THE APPROPRIATE SIZE AND 

TYPE MANUFACTURED BY ADAPTER INC. SHALL BE UTILIZED WITH ALL VALVE 

BOX INSTALLATIONS, SEE WRITTEN SPECIFICATION FOR APPROVED PRODUCT.

5. IF THE EXCAVATION EXCEEDS 6 FEET DEEP, APPROVED SHORING SHALL BE 

USED.

6.  EXCAVATION SITE SHALL BE EASILY ACCESSIBLE BY CITY EQUIPMENT.

STAINLESS STEEL 

TAPPING SLEEVE, 

SEE NOTE 1

TAPPING VALVE, 

SEE NOTE 5
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TYPICAL TAPPING 

SLEEVE INSTALLATION 

DETAIL
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FAP 407 (IL RTE 336)

UTILITY SPECIAL DETAILS

              

              

              

              

H-15008N

H-15008N

H-15008N

H-15008N

H-1504-2N

H-1504-2N

B-25209N

B-25209N

2 HORIZ. 8"x16"x4" PRECAST 

SOLID CONCRETE UNITS, & 1 

VERT. MIN BLOCKING AGAINST 

UNDISTURBED EARTH


