
4.3
3 F

T.

 

WICK DRAIN - CROSS SECTION VIEW

VERTICAL PLASTIC WICK DRAINS - AMERDRAIN 407 OR EQUAL

ON 5.0 FT. TYPICAL TRIANGULAR PATTERN

BLANKET DRAIN PROTECTION

WICK DRAIN - PLAN VIEW

TOE OF SLOPE OR

LIMITS OF WICK

DRAINS AS SHOWN

IN THE PLANS

VERTICAL PLASTIC WICK DRAIN

AMERDRAIN 407 OR EQUAL

 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

MINIMUM 6" IDOT CA-16

CRUSHED STONE OR CRUSHED GRAVEL

MINIMUM 6" IDOT CLASS B-3

CRUSHED STONE RIP-RAP

5’ (TYP)
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5’ (M
AX)

GEOTECHNICAL FABRIC FOR GROUND

STABILIZATION (NON-WOVEN, 4-OZ MIN)
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3’ (MIN) FA-1 SAND

BLANKET DRAIN
GEOTECHNICAL FABRIC FOR GROUND

STABILIZATION (NON-WOVEN, 4-OZ MIN)

SAND DRAINAGE

BLANKET, FA-1, CLASS A

v:\transportation\2891\grading plans\2891d001.dgn

NOTE: ALL EXISTING VEGETATION SHALL BE REMOVED

AND SAND DRAINAGE BLANKET PLACED PRIOR TO THE

INTALLATION OF THE WICK DRAINS AS SHOWN.

2
3
’

SEE BLANKET DRAIN

PROTECTION DETAIL

SECTION COUNTY

ILLINOIS FED. AID PROJECT

407 McDONOUGH 671 305

TOTAL

SHEETS

SHEET

NO.RTE.

(55-3)A

CONTRACT NO. 68A42

SHEET NO. 1 OF 2 SHEETS STA.            TO STA.            SCALE: N/A

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

FILE NAME
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FAP 407 (IL RTE 136)

SPECIAL SOIL TREATMENTS DETAIL 
              

              

              

              

JMO

JRB

12-12-12

AWM

5’ OF FILL (MIN)

ABOVE THE FIRST

WICK DRAIN

DITCH PROTECTION

ERODIBLE SOIL

1

1

1

1

6" (MIN) STONE RIPRAP, CLASS B3 OR OTHER

RIPRAP DITCH PROTECTION SHOWN IN PLANS

6" (MIN) IDOT CA-16,

CRUSHED STONE OR GRAVEL

1

1

ERODIBLE SOIL

REQUIRING PROTECTION

SAND SLOPE PROTECTION

6" (MIN) STONE RIPRAP, CLASS B3

18" (MIN)

18" (MIN)

GEOTECHNICAL FABRIC FOR 

GROUND STABILIZATION (WOVEN)

6" (MIN) IDOT CA-16, CRUSHED STONE OR GRAVEL

  COMPRESSIBLE SOIL2

1

EMBANKMENT OVEREXCAVATION

2’(MIN)

EMBANKMENT

GEOTECHNICAL FABRIC FOR

GROUND STABILIZATION (WOVEN)

(WHERE/IF SPECIFIED)

ROCKFILL

FOR UNDERCUT DEPTH,

SEE CROSS SECTIONS 6"(MIN)

NOTE: IN EMBANKMENT AREAS WHERE PILING WILL

BE USED FOR SUPPORTING PIERS/ABUTMENTS, USE 

GRANULAR MATERIAL FA-1 (CLASS A) IN LIEU OF

ROCKFILL FOR A DISTANCE OF 5’ EITHER SIDE OF

THE PILING LINE.

CA7 OR CA11 CRUSHED STONE

(INCLUDED IN THE COST OF ROCKFILL)

1

1

02/07/2013


