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CONTRACT NO. 68A42

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
   CADD STD. 205101-D4

RENUM. L-5.04, NEW REVISION BOX, REVISED NOTES,  T.P. 

REVISED TITLE BOX                                    

ADDED "CASING PIPE" REQUIREMENT                 J.A. 

CORRECTIONS TO CASING PIPE                      J.A. 

UPDATE FOR NEW SPEC.                            M.A. 

REVISED TO 2007 SPEC.                           M.A. 
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GENERAL NOTES:

SEE GENERAL NOTE #2.

 3/4  (19) STEEL PIPE & CAP

 5/8  (M16) BOLT & NUT

(4 REQUIRED)

2 1/2  (64) CASING PIPE

(FREE STANDING)

 3/4  (19) THREADED MALLEABLE IRON

FLOOR FLANGE

 5/8  (M16)  WASHER

(4 REQUIRED)

2 (50) WOOD OR  1/4  (6) STEEL PLATE

DRILL  3/4  (19) DIA. HOLE

IN LUMBER OR STEEL

4’-0" (1.2m)

4
’
-
0

"
 (

1
.2

m
)

SOUND LUMBER - 1(25) x 12(300) NAILED TOGETHER OR

  1/4 (6) THICK BY 4’(1.2m) SQUARE STEEL PLATE

1. Settlement Platform shall be in accordance with the appicable 

  portions of Article 204.06 of the Standard Specifications.

2. Do Not install casing pipe until after one section of  3/4 "(19 mm) 

  has been covered with earth. The casing pipe should not rest 

  on platform.

All dimensions are in inches (millimeters)

unless otherwise noted.


