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STRUCTURE NO. 060 - 2051

CULVERT DETAILS - SOUTH END VIEW
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See sheet 11 of 12 for details.

Two element parapet railing

PAUL GURKLYS

S.C. /P.G.

Elev. 536.54

�’’

�’’

�’’

�
’’
 
 

�
’’
 
 

�
’’
 
 

�" } Backer Rod

PARAPET JOINT DETAILS

(Optional)

Const. Jt.

(Mandatory)

Const. Jt.

P
a
r
a
p
e
t 

J
ts
.

2
’-

0
’’
 

Cost included with Concrete Superstructure.

according to Article 1051.07 of the Std. Spec.

�’’ Preformed Self-Expanding Cork Joint Filler

�
’’

1�
’’

1�’’

�’’

1�’’

�’’

with a �’’ backer rod.

of ASTM C-920, Type S, Grade NS, Class 25. Use T

gun grade polyurethane sealant meeting the requirements

Non-staining gray one component non-sag elastomeric

17’-2’’ 17’-2’’

* 7

parapet joint details)

Parapet joint (See

13 Detail B on sheet 5 of 12)

7-#4 h (E) bars (See

**38-#5 d (E) bars at 11’’ cts.8

end.

Cut 3-#5 d (E) bars to fit end tapers, each

Bend reinforcement in field to fit end tapers.

ty
p
.

6
’’

at each rail post

2-#4 d (E) bars9

14

1-#8 h  (E) bar (front face)

1-#4 h  (E) bar (back face)

4158

FEBRUARY 1, 2013


