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STRIP REFLECTIVE CRACK
CONTROL TREATMENT

PAVED SHOULDER REMOVAL —* CAO6 OR CAILO
*x HOT-MIX ASPHALT

¢ 1 POLYMERIZED LEVELING BINDER SHOULDERS, 5 1/2
(MM), N3O +x 2 1/2” HOT-MIX ASPHALT SURFACE
COURSE, MIX "C", N50

~ -
TOPSOIL EXCAVATION ——

SUB-BASE GRANULAR MATERIAL,
TYPE A (VARIABLE DEPTH OF 18 - 24"
(SEE SUB-BASE SCHEDULE) wx 1 1/2" POLYMERIZED HOT-MIX ASPHALT
*x 9 3/4' POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX "D, NSO GEOTECHNICAL FABRIC FOR GROUND
BINDER COURSE, IL 19.0, NSO EXISTING PAVEMENT STABILIZATION
(8.8” BIT. + 6" PCC - WEST LANE)
(12" BIT. - EAST LANE)
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STRIP REFLECTIVE CRACK N U G ST T T T~
CONTROL TREATMENT ThaL T
» CAO6 OR CAIO — PAVED SHOULDER REMOVAL /:—TOPSOIL EXCAVATION

AND PLACEMENT - 4~
— » CAC6 OR CA10

*x HOT-MIX ASPHALT SHOULDERS, 5 1/2'"-
#» 1" POLYMERIZED LEVELING BINDER —

% 2 172 HOT-MIX ASPHALT SURFACE COURSE, (MM), N39O0 %UE@BASE GRANULAR MATERIAL,
MIX C, NSO /' BOLYMER HOT-MIX ASPHALT YPE A (VARIABLE DEPTH OF 18" - 24%)
T TSURFACE COURSE, MIX D K90 (SEE SUB-BASE SCHEDULE)
EXISTING PAVEMENT ** 9 3/4” POLYMERIZED HOT-MIX ASPHALT
NOTES: (8.8 BIT. + 6" PCC - WEST LANE) BINDER COURSE, IL 19.0, N90
- ) i (12" BIT. - EAST LANE)
« INCLUDED IN THE COST OF SUB-BASE GRANULAR MATERIAL, TYPE A (VAR. DEPTH OF 187-24")  GEOTECHNICAL FABRIC FOR GROUND
++ RATE OF APPLICATION = 112 LB/SQ YD/IN STABILIZATION

PROPOSED TYPICALS




